
Proposed Side Elevation 1

Wall Construction - 100 reconstructed

stonework to match existing,125 wide

cavity Celotex CW4000 insulation. Inner

leaf 100 blockwork. Plasterboard and

skim on plaster dabs. Cavity ties to suit

125 cavity width located at 750

horizontal and 450 vertical centres,

every course at openings.

Continuous with existing.

100 dia uPVC gutter as existing on 150

x 20 uPVC fascia and soffit.

100 dia uPVC gutter as existing on 150

x 20 uPVC fascia and soffit.

100 dia uPVC gutter as existing on 150

x 20 uPVC fascia and soffit.

New roof covering tiles as existing on

roof trusses at 450 centres
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Proposed Side Elevation 2

Line of existing roof to be removed

Existing wall continued to eaves hieght

Wall Construction - 100 reconstructed

stonework to match existing,125 wide

cavity Celotex CW4000 insulation. Inner

leaf 100 blockwork. Plasterboard and

skim on plaster dabs. Cavity ties to suit

125 cavity width located at 750

horizontal and 450 vertical centres,

every course at openings

100 dia uPVC gutter as existing on 150

x 20 uPVC fascia and soffit.

New roof covering tiles as existing on

roof trusses at 450 centres

Line of existing wall continued

100 dia uPVC gutter as existing on 150

x 20 uPVC fascia and soffit.

New roof covering tiles as existing on

roof trusses at 450 centres

Wall Construction - 100 reconstructed

stonework to match existing,125 wide

cavity Celotex CW4000 insulation. Inner

leaf 100 blockwork. Plasterboard and

skim on plaster dabs. Cavity ties to suit

125 cavity width located at 750

horizontal and 450 vertical centres,

every course at openings.

Continuous with existing.
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New roof covering tiles as existing on

roof trusses at 450 centres
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