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Plot 8 Stable Barn External Fabric DetailsTITLE 

SHEET SIZE

Newhouse Farm, Hall Road

Great Bromley, Colchester, CO7 7TP

STATUS

INOVACLIENT 

Newhouse Farm ConversionPROJECT 

Existing 200mm primary timber 
frame
30mm Insulating Lime plaster 
(Diasen Diathonite Evolution)

TYPIC AL WALL DETAIL
(SECTIO N) 1:1008

TYPIC AL R O OF/WALL 
JU N CTIO N D ETAIL
(SECTIO N) 1:1009
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Existing 110mm tertiary timber frame infilled 
with 
110mm wood fibre insulation (Gutex 
Thermoflex)

40mm Insulating sheathing board 
(Gutex Multitherm)
25x50mm Vertical battens

Horizontal black weatherboarding

35mm Wood Wool Board 
(Cewood)

35

Breather Membrane

Existing Timber

Refer to detail 08

BUILDIN G 2 STABLE BAR N 
PR O P O SED D ETAILS

EXISTIN G TYPICAL FLO O R/WALL 
JU N CTIO N D ETAIL
(SECTIO N) 1:1001

Varies

Compact soil

BUILDIN G 2 STABLE BAR N 
EXISTIN G D ETAILS

DE M O TYPIC AL FLO O R/WALL 
JU N CTIO N DETAIL
(SECTIO N) 1:1004

Varies

Compact soil

BUILDIN G 2 STABLE BA R N 
D E M O D ETAILS

Soil level to be reduced to allow 
for new floor installation

60mm Tongue and groove, 
insulated, woodfibre sarking 
board (Gutex Multiplex Top)

Existing 100mm timber frame 
exposed internally

25mm Render carrier board 
(Celenit)

Galvanised gutter

TYPIC AL FLO O R/WALL 
JU N CTIO N D ETAIL - SC REED
(SECTIO N) 1:1007

160mm Glass Foam Insulation

Geotextile membrane

Geotextile membrane

Varies

Subsoil

40mm Perimeter cork insulation

100mm Limecrete screed

Unsealed natural stone tiles with
Breathable grout (Kerakoll 
Fugabella Colour)

200mm primary timber frame

EXISTIN G TYPICAL WALL 
D ETAIL
(SECTIO N) 1:1002

EXISTIN G TYPICAL R O OF/WALL 
JU N CTIO N D ETAIL
(SECTIO N) 1:1003

110mm secondary timber frame

Horizontal boarding

Existing Timber wall plate

100mm timber frame

Corrugated roof

110mm secondary timber frame

200mm primary timber frame

Gutter

Cement based render on mesh

200mm primary timber frame

DE M O TYPIC AL WALL D ETAIL
(SECTIO N) 1:1005

110mm tertiary timber frame

Horizontal boarding

Cement based render on mesh

DE M O TYPIC AL R O OF/WALL 
JU N CTIO N DETAIL
(SECTIO N) 1:1006

Existing Timber wall plate

110mm timber frame

Corrugated roof

110mm secondary timber frame

200mm primary timber frame

Gutter

Trial pits required for
extent of existing

footings

Breathable adhesive (Kerakoll 
H40 Gel)

Counter battens

Refer to detail 08

New corrugated roof

Timber battens and counter 
battens

2no. coat Lime plaster with 
mesh

TYPICAL FLO O R/WALL 
JU N CTIO N DETAIL - BRICK
(SECTIO N) 1:10

Original brick floor to be relaid.

160mm Glass Foam Insulation

Geotextile membrane

Subsoil

Sand bedding

Geotextile membrane

Existing Timber sole plate

10

40mm Perimeter cork insulation
Existing Timber sole plate Existing Timber sole plate

200mm primary timber frame200mm primary timber frame

Achieves U-Value 0.24 W /m 2K

Achieves U-Value 
0.25 W /m 2K

NOTES

- Dimensions of existing frames and structure to be confirmed 
on site.
- Trial pits required to confirm extent of existing footings.
- To be read in conjunction with Structral Engineers drawings.
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