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• All dimensions to be checked on site.
• All drawings to be read in conjunction with engineer's

drawings. Any discrepancies between consultants 
drawings to be reported to the Architect before any 
work commences.   

•   The Contractor's attention is drawn to the Health & 
     Safety matters identified in the Health & Safety plan
     and on drawings as being potentially hazardous.
•   These items should not be considered as a full and 
     final list.
•   The Work Package Contractor's normal Health &

Safety obligations still apply when undertaking
constructional operations both on and off site. 
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Bowing chimney to be rebuilt above roofline 
with lead trays installed. Refer to 
methodology statement.

PROPOSED EAST ELEVATION1
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Bowing chimney to be rebuilt above roofline 
with lead trays installed. Refer to 
methodology statement.

PROPOSED NORTH ELEVATION2

PROPOSED EAST ELEVATION3

Replacement NHL 5 lime mortar flaunching 
pigmented to match existing lime pointing.

Should defects be discovered in the existing 
chimney pots we assume to replace 
like-for-like with traditionally constructed 
replacements to match the appearance of 
the original pot.

Chimney to be carefully rebuilt to preserve 
original appearance, we assume to point 
using lime mortar to be confirmed following 
disaggregation analysis of the existing to 
match.

One piece Tray 2 installed at DPC level 
above back gutter, turned down in four 
sides.

Cover flashing installed to overlap 
replacement back gutter flashing.

Stepped side flashing installed with 
minimum 25mm turned in at joints.

PROPOSED NORTH ELEVATION4

Should defects be discovered in the existing 
chimney pots we assume to replace 
like-for-like with traditionally constructed 
replacements to match the appearance of 
the original pot.

One piece Tray 2 installed at DPC level 
above back gutter, turned down in four 
sides.

Tray 1 installed at front apron level, turned 
up at three sides.

Replacement NHL 5 lime mortar flaunching 
pigmented to match existing lime pointing.

Chimney to be carefully rebuilt to preserve 
original appearance, we assume to point 
using lime mortar to be confirmed following 
disaggregation analysis of the existing to 
match.
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