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Damaged copings hatched Existing lead roll Existing catch pit
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Level of gutter dropped to allow for 
lead flashing as per LCA recommendationsReline gutter with code 8 lead

@3000 length bays laid to 1:80 fallDPC

Hidden line denotes existing lead bays

Existing catch pit enlarged in width

New coping 
stone
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Line of existing masonry wall below

Code 6 lead flashing to coping stone
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New coping stone to match existing
with drips either side

Code 6 Lead weathering to latest LCA 
recommendations with continuous 
stainless steel clips

DPC in strict accordance with
manufacturers recommendations
Existing masonry wall
AirTrak AB6-E abutment ventilator
with Code 6 lead covering to latest 
LCA recommendations
Vinyl coated GRP insect mesh

18mm marine plywood
Code 8 lead gutter to latest LCA recommendations
gutter formed with 18mm marine grade
plywood on timber bearers
*min.50mm ventilated gap below and
25mm on the sides (TBC if achievable)

AirTrack LB45 layboard ventilator
Lower tile to be adjusted to fit venitlator
Existing roofing felt (assumed)

Ventilation gap

Air path

Air path
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plan - AS EXISTING     1:20

section a-a as existing     1:20

section b - as existing through sump    1:5

section c - as existing     1:5

section d - as existing     1:20
(south east elevation)

*coping level from south east elevation

existing condition of coping stone & gutter

A 14.09.23
Planning status indicated. Sheet sized updated to A0. As proposed details 
added. Existing sections shown at 1:5.

A

section e-e as proposed     1:20

plan - as proposed     1:20

proposed gutter & coping detail     1:5
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