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18, WESTWICK, SHERIFF HIGHWAY, HEDON, HULL, HU12 8HQ

Tel. 01482 897078  Mobile  07419997167

Email.dwright@wrightdesignhull.co.uk

Main 

Opening

Door

Double Switched

Socket Outlet

Three Gang Dimmer

Light Switch

BiFold Door size-6000w x 2100h

Anthracite Grey

Electric Box

(Consumer Unit)

Window size-3000w x 2100h  

Double Switched

Socket Outlets (3No.)
Double Switched

Socket Outlets (2No.)

External Double 

Switched Socket 

Outlet

Window size-3000w x 2100h  
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RAINWATER GOODS

   100mm HR  P.V.C. gutter  to discharge via 

75mm dia. R.W.P. into Warer Butt

75mm dia. R.W.P. into Warer Butt

Provide Soffit Vent to back of Fascia

to provde 25mm Air Gap to vent roof

Provide Soffit Vent to back of Fascia

to provide 25mm Air Gap to vent roof

Provide Soffit Vent to back of Fascia

to provide 25mm Air Gap to vent roof

RAINWATER GOODS

   100mm HR  P.V.C. gutter  to discharge via 

75mm dia. R.W.P. into Warer Butt

Provide Soffit Vent to back of Fascia

to provide 25mm Air Gap to vent roof

Provide Anthracite Grey

PVC Fascia to rear 

100 x 19mm Cedar or Thermawood

Cladding with secret nailing

25 x 38mm horizontal tanalised 

timber laths at 400mm crs.

18 x 94mm MDF Skirting

Boards Internally

19mm Ex. Quality Plywood

12.5mm Acoustic Plasterboard 

with 3mm Skim Finish

Breathable DPM

75mm Rockwool Insulation

25mm Kingspan Insulation

98 x 47mm C16 regularised timber studding

100 x 19mm Cedar Cladding

with secret nailing

100 x 19mm Cedar Cladding

with secret nailing

Visqueen vapour barrier

100 x 19mm Cedar Cladding

with secret nailing

100 x 19mm Thermawood 

cladding with secret nailing

100 x 19mm Cedar Cladding

with secret nailing

18 x 94mm MDF Skirting

Boards Internally

ZONE 1 ZONE 2

ZONE 3 ZONE 3

100 x 19mm Cedar Cladding

with secret nailing

Provide 2No 47 x 147mm

C16 timbers above window 

Provide 2No 47 x 195mm

C16 timbers bolted together 

with M10 bolts @ 600mm crs. 

above door 

Provide 2No 47 x 195mm

C16 timbers bolted together 

with M10 bolts @ 600mm crs. 

above door 

WiFi
Air Conditioning

Internal Unit

Air Conditioning

Condenser Unit

FLOOR

   18mm Chipboard 1200g visqueen DPM linked to wall 

DPM on 50mm Kingspan Floor Slab on 200mm reinforced 

concrete with 2 layers A393 in bottom. 50mm min. cover, 

on 1200g Visqueen D.P.M. on 150mm well compacted 

hardcore 

ROOF

   Ruberoid Roofing System on 19mm Ex. Quality Plywood on 100mm 

Kingspan insulation on vapour barrier on 19mm external quality 

plywood fixed to 47 x 147mm C16 treated regularised 

S.W. joists @ 400mm C/C underdrawn with 12.5mm acoustic 

plasterboard and skim finish or Cedar Cladding. 

ROOF

   Ruberoid Roofing System on 19mm Ex. Quality Plywood on 100mm 

Kingspan insulation on vapour barrier on 19mm external quality 

plywood fixed to 47 x 147mm C16 treated regularised 

S.W. joists @ 400mm C/C underdrawn with 12.5mm acoustic 

plasterboard and skim finish or Cedar Cladding. 

FLOOR

   18mm Chipboard 1200g visqueen DPM linked to wall 

DPM on 50mm Kingspan Floor Slab on 200mm reinforced 

concrete with 2 layers A393 in bottom. 50mm min. cover, 

on 1200g Visqueen D.P.M. on 150mm well compacted 

hardcore 


