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line of new parapet to garage wall to extend min 150mm 
above new flat roof & to extend to include west gable of 
new extension, to be render finish with powder coated 
aluminium capping with concealed fixings by Dales 
Fabrications or equivalent. Make good & extend existing 
felt flat roof to garage & WC & flash up upstand parapet 
& under capping. Allow for stripping section of felt 
covering behind parapet to the line of the gable of 
pitched roof section & fix new firrings & marine ply to fall 
towards side elevation of garage

allow for rendering existing garage wall & extend vertically 
to form parapet with powder coated aluminium capping 
with concealed fixings by Dales fabrications or equivalent. 
Make good & extend felt flat roof & flash up upstand 
parapet & under capping

2 No ex 150x75 oak beams set 10mm apart supported by 
76.1 diameter CHS with welded flitch plate at top & base 
plate at base, all powder coated on conc pad 
foundation to detail. Beams to be bolted together as 
detailed with 10mm spacers at fixing points, fixings 
rebated & pelleted. Beams to extend 100mm past last joist 
with shaped end as indicated

2 No ex 150x75 oak beams set 10mm apart supported by 
76.1 diameter CHS with welded flitch plate at top & base 
plate at base, all powder coated on conc pad 
foundation to detail. Beams to be bolted together as 
detailed with 10mm spacers at fixing points, fixings 
rebated & pelleted. Beams to extend 100mm past last joist 
with shaped end as indicated

extend render around existing gable to same depth as 
thickness ofv parapet & stop on line of low level brick 
retaining wall

adjust existing gutter & fascia to suit new extension roof & 
cut back roof covering & temporarily remove PV panels 
where necessary to dress Sarna roof covering min 150mm 
above flat roof

new downpipe to connect to existing drain. Aletr existing 
rainwater goods & connect new extension gutter
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projecting nib to be s/c render finished with Dulux 
weathershield paint on block/brick backing

full height hardwood painted door & frame with 28mm 
double glazed safety glass, with weather seals & 
Sealmaster aluminium threshold strip
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