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foundations taken below the influence of
nearby trees and hedges in accordance with

NHBC standards and below any adjacent
drainage.  Exact foundation type/depth

 to be agreed on site with the building inspector  

existing 1.8m high boundary
wall to remain as existing

existing 1.8m high boundary
wall to remain as existing

T1 & T2 trees within
falling distance
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down
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TREE INFORMATION

 

T1 - Holly tree (3.5m high) - to be removed

 

T2 - Keaki (3.5m high) - distance from

extension 3m.  Root protection

area from tree 1.8m.

Crown spead 2.5m

 

T3 - Maple tree (7m high) - distance from

extension 12m. Root protection

area from tree 3.6m.

Crown spread 5.5m

existing first
floor window cill

raised an neccessary
to accomodate

new roof

550mm wide x 1180mm
velux roof lights fitted in

accordance with manufactures
instructions with power supply

to enable electric opening/closing
code 4 lead

flashing

ex floor level

dpc min 150mm
above ex gf level

roof pitch - 20 degrees - to
be conformed on site

100mm Kingspan Kooltherm
K7 pitch roof insulation between rafters

underdrawn with 52.5mm Kingspan 
Kooltherm K118 Insulated

plasterboard with skim finish. Min 50mm
air gap over insulation.

bearer resin bolted to brickwork at
600mm centres using 16mm s/s fixings

suspended timber floor
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