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NOTE 
This drawing is the copyright of G1 Architects and the contents shall not be 

reproduced or used for any other purpose without their written permission. Do not 
use scaled dimensions from this drawing. All dimensions are to be verified and 
checked on site by the main contractor before the commencement of any work 

whatsoever, either on his behalf or for subcontractors or suppliers. Shop drawings 
to be presented to the Architect for approval prior to fabrication. All discrepancies 

are to be reported to the architect immediately. Drawing to be read in 
conjunctionwith all other architects, engineers and specialists drawings + 

specifications. 
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IFDAS (Independence from 
Drugs & Alcohol Scotland)
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WALL CONSTRUCTION 
60mm t&g composite panel with metal faced lining 
100mm timber stud 
50mm polystyrene insulation board 
single skin trapezoidal cladding 
 
Walkway 
130 x 50 cladding rails 
single skin trapezoidal cladding

Assumed mass concrete found at columns

150 block upstand

Profiled curved ribbed eaves  cladding

concealed gutter

150 conc slab on dpm
conc floor laid to fall

170 x 310 steel

Roof consists of base liner sheet screwed onto 
the secondary structure followed by a carrier rail 

system with 60mm loose laid insulation. 
 

The top liner sheet sheet is plastisol coated and 
fixed to the carrier system. 

175 x 350 UC

WALL CONSTRUCTION 
up to 2600mm high 
150mm single skin fairfaced blockwork external walling 
 
above 2600mm 
cladding rail + single skin trapezoidal cladding

Assumed mass concrete found at columns

Profiled curved ribbed eaves  cladding

concealed gutter

 conc slab on dpm

175 x 300 UC

130 x 50 cladding rail

composite 10mm thick soffit board

170 x 310 steel

Roof consists of base liner sheet screwed onto 
the secondary structure followed by a carrier rail 

system with 60mm loose laid insulation. 
 

The top liner sheet sheet is plastisol coated and 
fixed to the carrier system. 

150 fair faced concrete block internal walls

timber joisted ceiling  
12.5mm plasterboard to u/s

80mm step150mm step concrete slab

sliding door fair faced block wall

cladding

steel support for 
water tank
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695 x 370 vents / grilles 
16 no to walkway

695 x 370 vents / grilles 
16 no to walkway


