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Lylestone House

14 Bedford Place

Alloa

Chimney Elevations & Section

As Existing and Proposed

AS October 2023
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01 Chimney - East Elevation As Existing

1:25 @ A1 02 Chimney - North Elevation As Existing

1:25 @ A1 03 Chimney - West Elevation As Existing

1:25 @ A1 04 Chimney - North Elevation As Existing
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05 Chimney - East Elevation As Proposed

1:25 @ A1 06 Chimney - North Elevation As Proposed

1:25 @ A1 07 Chimney - West Elevation As Proposed

1:25 @ A1 08 Chimney - North Elevation As Proposed
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AutoCAD SHX Text
Existing chimney pots carefully uninstalled and reinstated as per 'As Proposed' drawings

AutoCAD SHX Text
Existing stones carefully uninstalled and stored on site - to be inspected and reinstated where in good condition as per 'As Proposed' drawings - all as C41/310

AutoCAD SHX Text
Lead flashings around chimney stripped out and replaced as spec

AutoCAD SHX Text
Existing rubble stones out of alignment in this area to be carefully uninstalled and rebuilt in alignment as spec

AutoCAD SHX Text
Existing stones carefully uninstalled and stored on site - to be inspected and reinstated where in good condition as per 'As Proposed' drawings - all as C41/310

AutoCAD SHX Text
Existing chimney pots carefully uninstalled and reinstated as per 'As Proposed' drawings

AutoCAD SHX Text
Lead flashings around chimney stripped out and replaced as spec

AutoCAD SHX Text
Existing chimney pots carefully uninstalled and reinstated as per 'As Proposed' drawings

AutoCAD SHX Text
Existing stones carefully uninstalled and stored on site - to be inspected and reinstated where in good condition as per 'As Proposed' drawings - all as C41/310

AutoCAD SHX Text
Lead flashings around chimney stripped out and replaced as spec

AutoCAD SHX Text
Existing chimney pots carefully uninstalled and reinstated as per 'As Proposed' drawings

AutoCAD SHX Text
Existing stones carefully uninstalled and stored on site - to be inspected and reinstated where in good condition as per 'As Proposed' drawings - all as C41/310

AutoCAD SHX Text
Lead flashings around chimney stripped out and replaced as spec

AutoCAD SHX Text
Existing chimney pots to be reinstated and have new ventilation terminals installed as   NBS F30/96. Existing internal fireplaces disused

AutoCAD SHX Text
Allow for locally making good existing slatework including replacing damaged/defective slates with new reclaimed Scottish slates as H62 - extent to be confirmed by Contract Administrator prior to order 

AutoCAD SHX Text
New lead flashings dressed up sides of chimney with sealed raggle and dressed under slates as H71/52 to match existing detailing - in full accordance with Lead Sheet Association instructions and recommendations

AutoCAD SHX Text
Original stones to be reinstalled and repaired with mortar fill/dowels where required as NBS C41. Where the condition of existing stones is too poor for reuse, allow for supply and installation of new stones to spec as C41/240

AutoCAD SHX Text
Stones to be pointed with traditional lime mortar to match existing [C41/820].

AutoCAD SHX Text
Existing chimney pots to be reinstated and have new ventilation terminals installed as   NBS F30/96. Existing internal fireplaces disused

AutoCAD SHX Text
Original stones to be reinstalled and repaired with mortar fill/dowels where required as NBS C41. Where the condition of existing stones is too poor for reuse, allow for supply and installation of new stones to spec as C41/240

AutoCAD SHX Text
Stones to be pointed with traditional lime mortar to match existing [C41/820].

AutoCAD SHX Text
New lead flashings dressed up sides of chimney with sealed raggle and dressed under slates as H71/52 to match existing detailing - in full accordance with Lead Sheet Association instructions and recommendations

AutoCAD SHX Text
Existing chimney pots to be reinstated and have new ventilation terminals installed as   NBS F30/96. Existing internal fireplaces disused

AutoCAD SHX Text
Allow for locally making good existing slatework including replacing damaged/defective slates with new reclaimed Scottish slates as H62 - extent to be confirmed by Contract Administrator prior to order 

AutoCAD SHX Text
New lead flashings dressed up sides of chimney with sealed raggle and dressed under slates as H71/52 to match existing detailing - in full accordance with Lead Sheet Association instructions and recommendations

AutoCAD SHX Text
Original stones to be reinstalled and repaired with mortar fill/dowels where required as NBS C41. Where the condition of existing stones is too poor for reuse, allow for supply and installation of new stones to spec as C41/240

AutoCAD SHX Text
Stones to be pointed with traditional lime mortar to match existing [C41/820].

AutoCAD SHX Text
Existing chimney pots to be reinstated and have new ventilation terminals installed as   NBS F30/96. Existing internal fireplaces disused

AutoCAD SHX Text
Allow for locally making good existing slatework including replacing damaged/defective slates with new reclaimed Scottish slates as H62 - extent to be confirmed by Contract Administrator prior to order 

AutoCAD SHX Text
Existing gutter refixed to fall towards existing outlet

AutoCAD SHX Text
Original rubble stones to be reinstalled with lime mortar as NBS C41. 

AutoCAD SHX Text
Original stones to be reinstalled and repaired with mortar fill/dowels where required as NBS C41. Where the condition of existing stones is too poor for reuse, allow for supply and installation of new stones to spec as C41/240

AutoCAD SHX Text
Stones to be pointed with traditional lime mortar to match existing [C41/820].

AutoCAD SHX Text
Existing chimney pots to be reinstated and have new ventilation terminals installed as   NBS F30/96. Existing internal fireplaces disused. Chimney pot Chimney pot to be seated within recess in stone cap and bedded in strong mortar with haunching around base as spec

AutoCAD SHX Text
New lead flashings dressed up sides of chimney with sealed raggle and dressed under slates as H71/52 to match existing detailing - in full accordance with Lead Sheet Association instructions and recommendations

AutoCAD SHX Text
Original stones to be reinstalled and repaired with mortar fill/dowels where required as NBS C41. Where the condition of existing stones is too poor for reuse, allow for supply and installation of new stones to spec as C41/240

AutoCAD SHX Text
Stones to be pointed with traditional lime mortar to match existing [C41/820].

AutoCAD SHX Text
All stone overlap details to match existing

AutoCAD SHX Text
New lead cover flashing *H71/35) dressed up face of stone and inserted into raggle with lead wedges (H71/83) and finished with sealant in full accordance with Lead Sheet Association instructions and recommendations

AutoCAD SHX Text
Allow for locally making good existing slatework including replacing damaged/defective slates with new as H62 - extent to be confirmed on site

AutoCAD SHX Text
Include for masonry leafs to connect East and West elevations of chimney stack, to divide individual chimney flues - structural requirements as per structural engineer's recommendations


