
GL +36.56

U/Sfoundation
1200 below GL

FFL +36.46FFL +36.46

Top of ridge beam
Approx . +40.040

Ceiling FFL+2430 - tobe agreed

35.00m Above Ordnance GPS Datum

WALL BUILD UP
- Larch weatherboards painted black to
existing Studio
- Virtical battens
- Pavatex Diffutherm 120mm
- E xisting timber frame

ROOF BUILD UP
- Fully bedded hogsback ridge tiles
- Plain Tile
- 38x25 battens
- 38x25 counterbattens
- 35mm Isolair wood fibre sarking insulation
- 75x120 C16 rafters @400cts.

- 120 Pavaflex between-rafter insulation
- 9 OSB3 sheathing with airtightness details
totop of existing (& repaired) rafters
- Battens fixed to sides of existing rafters
- Savolit boards
-Plaster

GROUND FLOOR FLOOR BUILD UP
- 20 thick floor bricks laid in10 adhesiv
- 65 sand and cement screed with UFH
pipework
- 500 gauge polethene separation layer
- 100 Celotex GA 4000
- 100 thick RC slab with 1 layer of A252
m esh
- Visqueen HPDPM
- 50 GEN1 blinding
- 150 well compacted MOT type 1

WALL BUILD UP
- Larch weatherboards untreated toStudio
extensions
- Pavatex Diffutherm 120mm
- 145x45 C16 timber frame
- 140mm Pavaflex
-O SB 12mm racking with airtightnes details
- 25 service void
- 12 .5mm plasterboard + skim (DG27 primer
& RK30 skim)

ROOF BUILD UP
- Fully bedded hogsback ridge tiles
- Plain Tile
- 38x25 battens
- 38x25 counterbattens
- 35mm Isolair wood fibre sarking insulation
- 44x195 rafters @400cts.

- 200 Pavaflex between-rafter insulation
- 12 OSB3 sheathing with airtightness details

GROUND FLOOR FLOOR BUILD UP
- 20 thick floor bricks laid in10 adhesiv
- 65 sand and cement screed with UFH
pipework
- 500 gauge polethene separation layer
- 100 Celotex GA 4000
- Visqueen HPDPM
E xisting floor slab (with repair)

DETAIL SECTION TH ROUGH STUDIO
1:201
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