
FFL +36.38

GL max.

+36.54

U/Sfoundation
1200 below GL

FFL +39.01

GL min. +36.54

Top of brick
+36.89

S/O
+38.850

S/O
+37.425

S/O
+41.455

S/O
+40.030

Top of ridge beam
Approx . +43.010

Top of foundation
+35.98

M indepth
900mm

Ceiling FFL+2430 - tobe agreed

WALL BUILD UP
- NBT 2-cooat render system
(M C55 base coat & Render m esh + DG27
primer & Baumet external top coat)
- Pavatex Diffutherm 120mm
- 145x45 C16 timber frame
- 140mm Pavaflex
-O SB 12mm racking with airtightnes details
- 25 service void
- 12 .5mm plasterboard + skim (DG27 primer
& RK30 skim)

50mm Celotex
High level DPC

20mm perimeter insulation

OSB 12mm racking with airtightnes details
25 service void
12 .5mm plasterboard + skim
(DG27 primer & RK30 skim)

25mm Celotex

Limewashed brick
Cut pantile

GROUND FLOOR FLOOR BUILD UP
- 20 thick floor bricks laid in10 adhesiv
- 65 sand and cement screed with UFH
pipework
- 500 gauge polethene separation layer
- 100 Celotex GA 4000
- 100 thick RC slab with 1 layer of A252
m esh
- Visqueen HPDPM
- 50 GEN1 blinding
- 150 well compacted MOT type 1

ROOF BUILD UP
- Fully bedded hogsback ridge tiles
- Plain Tile
- 38x25 battens
- 38x25 counterbattens
- 35mm Isolair wood fibre sarking insulation
- 44x195 rafters @400cts.

- 200 Pavaflex between-rafter insulation
- 12 OSB3 sheathing with airtightness details

40mm Pavatex reveal board to all
sides of opening, finished in wet
plaster and fitted with 18dia .

corner bead to head and jambs

FIRST FLOOR FLOOR BUILD UP
- Floor tiles laid on adhesive and anti-frac mat
- UFH clip track and leveling screed
- 18 T&Gplywood deck
- 47x97 floor joinsts on joist hangers
- 12 .5mm plasterboard + skim (DG27 primer
& RK30 skim)

47x97 rail toexisting
timber frame

Low level DPC dressed through
inner leaf and up cavity

Lead dri toall
external cills

Lintelsformed in tripple195x47 C16

Cement board
undercloaking strip

Cut plain tilelaid on bed
Mortar haunching

H ogs back ridge tile

75x195 C16 ridge beam

12 .5mm plasterboard + skim
(DG27 primer & RK30 skim)
On battens toplumb wall

DETAIL SECTION TH ROUGH NW EXTENSION
1:201
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TH E POUND
Higham, Suffolk

U/SWallplate
+40.605

Top of brick
+40.780

Skilling
2020 over FFL

Ceiling
2600 over FFL

First Floor
FFL +38.530

Ceiling
2400 over FFL

U/Sbeam & block
+38.225

GL
M ax . 36 .300

GL
M in . 35 .500

FFL +35.860

U/Sbeam & block
+36.500

Top of foundation
+35.150

S/O
39 .205

S/O 40 .49

S/O
37 .865

S/O
36 .105

Top of foundation
M in . 34 .925

M indepth
1200

H ALL

HARRY'S
DRESSING

ROOM/
LINK

EMMA's DRESSING ROOM

WC LARDER

73
7

1 9
30

10
4 5

16
32

Naylor ER2 lintel

WALL BUILD UP
- 2 coat wet plaster system ex . Best of Lime
- 100 3.6N /mm2 block
-150 cavity with 100 Celotex CW400
insulation
- H andmade brick outer leaf

GROUND FLOOR FLOOR BUILD UP
- 20 . thick engineered boards , glued to screed
- 65 sand and cement screed with UFH
pipework
- 500 gauge separation layer
- 100 Celotex GA4000 insulaiton
- Viqueen HPDPM
- 150 deep beam and block floor

ROOF BUILD UP
- Fully bedded hogsback ridge tiles
- Plain Tile
- 38x25 battens
- 1F roofing felt sagged between
counterbattens
- 50x50 counterbattens
- 75mm Celotex GA4000 between and over
rafter insulation
- 44x170 rafters @400cts.

- Majrex VCL tounderside of rafters
- 38x25 batten service void
- 12 .5mm plasterboard + skim (DG27 primer
& RK30 skim)

FIRST FLOOR FLOOR BUILD UP
- 20 . thick engineered boards , glued to screed
- 65 sand and cement screed with UFH
pipework
- 500 gauge separation layer
- 50 Celotex GA4000 insulaiton
- 150 deep beam and block floor
- Susspended ceiling clips
- 50 x 50 ceiling battens
- 12 .5mm plasterboard + skim (DG27 primer
& RK30 skim)

LEAD FLAT ROOF BUILD UP
- Lead
- Building paper
- 18 WBP plywood deck
- Tapered firringsforming ventilated zone
under ply
- 75mm Celotex GA4000 between and over
rafter insulation
- 44x145 roof joists
- 44x145 ceiling joists
- 12 .5mm plasterboard + skim (DG27 primer
& RK30 skim)

INTERNAL WALL BUILD UP
- 2 coat wet plaster system ex . Best of Lime
- 100 3.6N /mm2 block
- 2 coat wet plaster system ex . Best of Lime

152x89x16 hip rfters

44x195 ridge beam

44x145 C16 ceiling joists @400cts .

152x89x16 UB lintel

Manthorpe felt lap ventilators

DETAIL SECTION TH ROUGH DRESSING ROOMS
1:202

O versite tovoid laid to falls, ventilated and drained

12 .08 .2022 EJ TENDER


