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Allow for new roofing to falls with 
above deck insulation. Drainage 
strategy to be confirmed. 

Indicative (assumed) timber roof 
structure shown. Allow for new timber 
roof structure - extent TBC. 

100mm Internal wall insulation 
between timber studs. Allow for DPM 
behind studs and VCL behind timbers 
(provisional - pending confirmation of 
wall construction)

Suspended plasterboard ceiling 

Concrete lintel to S.E. design

Existing masonry wall. Construction 
unknown. 

Double-glazed timber 'hatch' with 
vertical bi-fold window. Accoya or 
other approved in natural finish. 

Toughened external sill. 

Coved tiling

New blockwall wall 

100mm Internal wall insulation 
between timber studs. (as above)

External finishes fall away from 
building. Refer to landscaping 
information for details. 

Allow for repairs to timber floor 
(assumed). TBC upon intrusive 
survey. 

Tiled wall lining with coved tiled 
skirting 

Metal security shutter concealed in 
canopy to protect hatch and door 
when out of use. 

LED strip lighting concealed in 
canopy

Folded pre-weathered and 
oiled bronze finish metal 
canopy fixed into new 
concrete lintel. Fixing details to 
be coordinated between S.E. 
and specialist fabricator
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Folded and reinforced pre-weathered  
bronze finish metal canopy with 
integrated LED lighting. 

External steel signage with pre-
weathered and oiled bronze finish

Wall mounted discrete downlight 
(bronze finish)

External grade timber door with 
double-glazed vision panel. Note: 
Door and hatch protected by rolling 
steel security shutter when not in 
use.
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Coved tiling (in reference to history)

Double-glazed timber 'hatch' with 
vertical bi-fold window. Accoya or other 
approved in natural finish. 

Timber post between door and hatch
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Existing building information derived from 
survey information supplied by Allen Scott 
Landscape Architects and received 
08/08/2022. All dimensions to be confirmed 
on site.

Design pending input from specialist 
structural and M+E consultants.

Design pending structural survey 
information.
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This drawing is not to be scaled. The architect is to be 
informed of any errors before work proceeds. The general 
contractor is responsible for checking all dimensions.
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 1 : 104000
1 Kiosk Hatch Detail Section

 1 : 204000
2 Kiosk Hatch Elevation

Rounded joinery detailing to kiosk door vision panel Vertical timber bi-fold door Tiled section beneath sill in reference to past use of 
building

Folded steel entrance canopy
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