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product to be confirmed 
and specified by M+E
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Lockable Storage 
Units

Press Button Time Flow Tap 
(Pre-mixed) TVS9004TF with 
TMV3 Thermostatic Mixing Valve 
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Stainless Steel Wall Mounted 
(External) Wash Trough such 
as the Gentworks W Range 
Wash Trough 
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Cross Head Wall Mounted Bib 
Tap XHBIB

Storage for water heater - 
product to be confirmed and 
specified by M+E

Incoming water required, tbc 
by M+E
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Treated timber slatted cladding with 
concealed stainless steel fixings

Galvanised steel SHS structure. 
Provisionally 60x60mm

Galvanised steel SHS framed door with 
treated timber slatted cladding. 
Provisionally 40x40mm

Treated timber slatted shelves and back 
panel

Stone Countertop

Existing window
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Existing retaining 
brick wall
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Reduced make up Permeable 
Resin Bound Gravel as per 
landscape architect specification

Concrete slab with steel fixed into, 
interface between existing retaining 
wall and slab tbc by engineer 

Soil conditions unknown/TBC by engineer

Galvanised steel SHS structure. 
Provisionally 60x60mm

Existing metal grille 
drainage

Existing retaining 
wall

Reduced make up Permeable 
Resin Bound Gravel as per 
landscape architect specification

Concrete slab with steel fixed into, 
interface between existing retaining 
wall and slab tbc by engineer 

Gentworks W Range Wash Trough 

Press Button Time Flow Tap (Pre-
mixed) TVS9004TF with TMV3 
Thermostatic Mixing Valve

Flow of runaway water  

Pipework leading to the bib tap to 
be insulated against frost/freezing 
conditions, tbc by M+E
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revision

This drawing is not to be scaled. The architect is to be 
informed of any errors before work proceeds. The general 
contractor is responsible for checking all dimensions.
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2 Low Level Plan - Storage and Basin
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4 3D View - Storage and Basin
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Lockable Storage Units

Stainless steel wash trough with 
bib taps

Existing Window Position
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