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Wall Construction, external leaf 100

stonework to match existing, cavity 100 wide

with inner leaf of Celcon High Strength or

similar blockwork, 12 plasterboard on dabs

lining.Insulation Kingspan 75thick giving total

u value of 0.20 W/M²/°C, 50 clear cavity. Wall

ties at 300 vertical and 750 horizontal spacing,

and no more than 300 vert spacing with 225

of openings.

Windows from coloured to match existing

uPVC with double glazed units giving u

value of 1.6W/°C/m²

4mm glass and 16mm cavity filled with

argon gas. Ventilation from sashes min

1

20

th floor area. Lintol Catnic CG90/ 100

supporting stone lintol.

Pertitions 12 plasterboard with 100 rockwool

insulation batts and 100 x 50 studs at max 600

horizontal with noggins at 1200 vertical centres
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Wall Construction, external leaf 100

stonework to match existing, cavity 100 wide

with inner leaf of Celcon High Strength or

similar blockwork, 12 plasterboard on dabs

lining.Insulation Kingspan 75thick giving total

u value of 0.20 W/M²/°C, 50 clear cavity. Wall

ties at 300 vertical and 750 horizontal spacing,

and no more than 300 vert spacing with 225

of openings.

Windows from coloured to match existing

uPVC with double glazed units giving u

value of 1.6W/°C/m²

4mm glass and 16mm cavity filled with

argon gas. Ventilation from sashes min

1

20

th floor area. Lintol Catnic CG90/ 100

supporting stone lintol.

Patio doors from coloured to match

existing uPVC with double glazed units

giving u value of 1.6W/°C/m²

4mm glass and 16mm cavity filled with

argon gas. Ventilation from sashes min

1

20

th floor area. Lintol Catnic CG90/ 100.

Existing wall demolished and first floor

existing steelwork removed.

Floor Construction, 150 concrete slab on

70mm Kingspan K103 insulation on 1200

visqueen or equal DPM on 150 well

compacted hardcore.

Existing window frame relocated

203 x 133 x 33 RSJ carrying

new joists from first floor.

RSJ seated and bolted to 150

concrete padstones

New gully in pl;ace of existing. Connect

to existing drain run.

Connect to existing drain run from new

bathroom. 100 SG pipe

Existing window in new opening with

CN100/  90 catnic lintol cavity closers to

reveal;s and cill. Reused all the detail in

the new opening.
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