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INDICATIVE ALIGNMENT OF EXISTING WALL

INDICATIVE ALIGNMENT OF EXISTING CARRIAGEWAY

BASED ON APPROXIMATE VERGE / FOOTWAY WIDTH

INDICATIVE ALIGNMENT OF EXISTING CARRIAGEWAY

BASED ON APPROXIMATE VERGE WIDTH
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INDICATIVE  SIGNAGE

TO BE PROVIDED AT SITE EXIT.

EXACT LOCATION TO BE CONFIRMED.
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Viewport 1 - Visibility Analysis (1:500)

ATC location 1 (east of Ampney Park access junction)

Westbound 85th percentile vehicle speed = 52.7mph

Stopping Site Distance (SSD) requirements based on

Manual for Streets 2 formula:

52.7mph = SSD of 160m

ATC location 2 (west of Ampney Park access junction)

Eastbound 85th percentile vehicle speed = 48.7mph

Stopping Site Distance (SSD) requirements based on

Manual for Streets 2 formula:

48.7mph = SSD of 140m

Visibility Splay Requirements

Key:

 Proposed Carriageway

 Existing Carriageway

 Existing Verge

 Junction Visibility Splay

 

Viewport 2 - Indicative Access Arrangement (1:250)
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