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Bio-ethanol fire 
installed in 
existing chimney

Bio-ethanol fire 
installed in 
existing chimney

Removal of 
dividing wall and 
make good 
existing staircase

Install new 4 
panelled door 
under stairs at a 
reduced height 
and following the 
rake of the stairs

Open up existing archway and 
make good existing wood work 
and reliefs and mouldings. 

Block up 
existing 
doorway 

Block up 
existing 
doorway 

Reduce size of existing 
window to sit above 
kitchen worktops. New 
cill height of 1050mm.

AGA

DW

Oven

Oven

F/F

Blue dashed lines denote 
steelwork. Engineer to 
confirm size and specification.

Open up existing 
chimney for aga. 
Engineer to confirm.

Low level storage 
and seating to either 
side of vestibule

Inset door mat

Remove existing non-original 
outbuildings and replace with 
victorian style greenhouse.
Glass frame to sit on brick plinth. 
Client to confirm size and 
specification.

Final external landscaping design to be 
determined by Landscape Architect.

Existing timber lintel to be retained. 
Engineer to confirm suitable.

BoilerBoiler to vent 
through roof

New 
SVP

Dotted line denotes extent of wrought iron framed balcony.

Final external landscaping design to be 
determined by Landscape Architect.

Existing front boundary wall to be removed 
down to existing stone plinth at 225mm 
believed to still be present. New ornate railings 
to be installed on top of stone plinth returning 
the street scene to its former image.  Exact 
railing design to be confirmed by client.

Replace all existing 
windows with heritage  
uPVC sliding sash 
windows in a chalk finish.

Repair/replace existing slab 
between gate and steps. 
Surface finish to tie in with 
front landscaping design.

Remove bench seating to bay 
window. Repair any damage 
and redecorate woodwork. 
Check for existing window 
shutters and re-instate. 

Remove bench seating to bay 
window. Repair any damage 
and redecorate woodwork. 
Check for existing window 
shutters and re-instate. 

Insulate existing walls of 
utility and pantry internally.

Remove existing 
window and create 
recessed tax window.

Clear and decorate 
existing storage room

Add ceiling rose and 
repair and make good 
existing period features 
(coving, dado, skirting).

Add ceiling rose and 
repair and make good 
existing period features 
(coving, dado, skirting).

Add coving to match 
and continue dado rail 
through opening into 
kitchen area. 

Add ceiling rose and 
repair and make good 
existing period features 
(coving, dado, skirting).

Replace stair hand rail with 
new ornate hand rail to match 
the boundary wall railings Existing side boundary walls to have walls 

lowered and ornate metal railings installed to 
both sides. Exact railing design to be 
confirmed by client.

Flip door 
opening

Obscure 
glazing

Bio-ethanol fire 
installed in 
existing chimney

New rear 
door opening

Existing ground level to 
be reduced in height to 
be a miniumum 100mm 
below internal floor level. 

Block up existing 
doorway and patch in 
new matching skirting 
boards on both sides

Existing ground level to 
be reduced in height to 
be a miniumum 100mm 
below internal floor level. 

1200

Flip door 
opening

Reception Room

Bathroom

En-suite

Master BedroomHome Office

Bedroom

Landing

Laundry
cup'd

Walk-in-Wardrobe

1200x900mm 
shower tray

Recessed 
shelving

En-suite
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e 1600x1100mm 

shower tray

Recessed 
shelving
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New 
SVP

Balcony

New wrought iron framed balcony with metal 
railing ballustrade. Balcony to be accessed from 
the half landing of the internal stairs.
Railing design to be confirmed by client

New glass door with fan light from 
landing to external balcony in 
existing opening

Replace all existing 
windows with heritage  
uPVC sliding sash 
windows in a chalk finish.

Replace all existing doors with 
more traditional 4 panel doors to 
match the ground floor and re-
hang to open the opposite way

Existing felt to portico to be replaced 
with new EPDM membrane

Add coving, skirting, dado rail 
and ceiling rose to match 
ground floor features

Tall built in storage. 
Client to confirm design 
and specification.

Add architrave to match 
doors around internal 
window to both sides. 

Obscure glazing

Block existing door and window 
openings with new insulated cavity wall 
construction. Brickwork to be suitably 
toothed in to existing to support loads.
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1500x800mm 
shower tray

Recessed 
shelving

Wall to be increased in 
width to support wall 
hung WC and cistern

Blue dashed lines denote 
steelwork. Engineer to confirm 
size, specification and nib size.

Box out chimney alcoves. 
New plaster cornice to 
match the existing to 
follow new walls. 

Bedroom
Bedroom

Bedroom

Hobby Room

Landing

Storage

New 
SVP

Ensuite Ensuite

Recessed 
shelving

Recessed 
shelving
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Wardrobe

Existing fire escape door to 
neighbours property. Building 
control to confirm whether 
this needs to be kept or can 
be blocked up.

Remove all internal walls and cap off 
existing services to allow future 
connection. Room to be made good 
were walls are removed and general 
redecoration of the space. 

Room to be made good and general 
redecoration of the space. 

Replace all existing doors with 
more traditional 4 panel doors to 
match the ground floor and re-
hang to open the opposite way

Replace all existing 
windows with heritage  
uPVC sliding sash 
windows in a chalk finish.

Existing landing window to 
be replaced with heritage 
uPVC sliding sash 
windows in a chalk finish.

1400x900mm 
shower tray

1400x900mm 
shower tray
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This drawing remains the COPYRIGHT of Acre Design 
and may not be reproduced in whole or any part 
without prior written permission.
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THIS DRAWING IS FOR BUILDING CONTROL 
PURPOSES ONLY. ANY WORKS UNDERTAKEN 
PRIOR TO THE ISSUING OF BUILDING CONTROL 
PLANS APPROVAL ARE AT THE RISK OF THE 
OWNER / CLIENT. CONTRACTOR SHOULD SEEK 
BUILDING CONTROL ON-SITE APPROVALS WHERE 
PLANS APPROVAL HAS NOT YET BEEN ISSUED.

THE CONTRACTOR IS TO BRING TO THE NOTICE 
OF THE ARCHITECT/DESIGNER ANY 
DISCREPANCIES CONTAINED IN THIS DRAWING 
PRIOR TO WORK COMMENCEMENT. 

THIS DRAWING IS TO BE READ IN CONJUNCTION 
WITH ALL OTHER RELEVANT ARCHITECTURAL, 
STRUCTURAL ENGINEER & SUBCONTRACTOR 
DRAWINGS

THE CONTRACTORS AND HIS SUBCONTRACTORS 
ARE TO VERIFY ALL DIMENSIONS ON SITE BEFORE 
MAKING SHOP OR DRAWING OR COMMENCING 
MANUFACTURE.

GENERAL NOTES:

To be read prior to commencing work on site.

Sizes and dimensions shown on the plans are to be 
thoroughly checked on site by appointed contractor 
before commencing works or ordering materials and 
fittings. If in doubt, please ask the designer for 
clarification.
The architectural drawings should be read in 
conjunction with the Structural Engineer's details and 
specifications and contractor must highlight any 
discrepencies prior to beginning on site.
All electrical work required to meet the requirements 
of part P (electrical safety) must be designed, 
installed, inspected and tested by a person 
competent to do so.
Prior to completion the council should be satisfied 
that part P has been complied with. This may require 
an appropriate BS 7671 electrical installation 
certificate to be issued for the work by a person 
qualified to do so.
Contractor to inform Local Authority Building Control 
of site start and to arrange for drainage inspection 
and any other inspections required by the local 
authority. Drainage to satisfaction of the LA Building 
Control.
All structural timbers to be minimum grade C16, fully 
VacVac treated or equal and approved.
All works as shown on drawings to be carried out. Any 
contradictions in information to be reported to agent. 
Prior to starting works contractor is to carry out a full 
level survey.
All materials and workmanship shall be in accordance 
with recognised standards of good practice and the 
relevant and current British Standards and codes of 
practice.

HEALTH & SAFETY NOTES:  

Construction phase to be carried out in accordance 
with; Health and Safety at Work ect. Act 1974, The 
Construction (Design & Management) Regulations 
2007, The Special Waste Regulations 1996 and 
Town & Country Planning Act 1997.
Acre Design is not aware of any significant abnormal 
conditions or risks associated with the above works or 
address. 
Care and normal precautions should be taken with 
regard to the following (where applicable):
Existing service pipes & cables - contractors to note 
the positions of these and avoid where applicable.
Working at height and from scaffold platforms.
Movement of vehicles and plant within the site 
boundaries and access to and from the site.
Manual lifting and handling.
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