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Revision -

Proposed Plans                                            At

The Hemel, Thistlewood Lane,

Wolsingham,

County Durham

Proposed South Elevation

Proposed West Elevation

Living Room

Kitchen

Terrace Area

Forecourt Area
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edge of tarmac bridleway supply and fit new timber

framed entrance door to

existing opening
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supply and fit new

timber casement

window to existing

opening

supply and fit new dressed

sandstone lintel above door

supply and fit new dressed

stone lintel above window

supply and fit new

casement window

supply and fit new dressed

stone lintel above window

existing ventilation slits to be blocked up

internally with apertures retained externally

former ground level

provide new roof covering

to existing byre with

sandstone roofing flags

provide new roof covering

to extension with

sandstone roofing flags

car parking area surfaces to be

finished with 20mm grade washed

limestone aggregate

surface water

gulley

surface water

gulley

soil vent

pipe

form new opening

to existing wall

up

provide new staircase

to first floor

Car Parking

supply and fit conservation

style roof lights to new roof

existing dry-stone boundary wall

form dwarf sandstone

retaining wall

Proposed Ground Floor Plan
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Proposed North Elevation

existing ventilation slit to be

blocked up internally with

aperture retained externally

former ground level

provide new roof covering to existing

byre with sandstone roofing flags

roof covering to new extension to be

finished with sandstone roofing flags

Proposed East Elevation

supply and fit new casement

window to existing opening

walls to new extension to

be formed with random

rubble sandstone to match

existing structure

Bedroom

Proposed First Floor Plan

En-Suite

Cupboard

soil vent

pipe

down

Shower Unit

Cupboards

supply and fit 660x980mm

Fakro rooflight

down

top of existing dry-stone side

boundary wall

supply and fit

550x780mm

Fakro rooflight

supply and fit 660x980mm

Fakro rooflight

provide ventilation slit to ne gable wall to

match ventilation slits to existing gable wall

walls to new extension to be formed with

random rubble sandstone to match existing

structure

provide dressed sandstone stone lintel

over new window opening

supply and fit new casement

window

provide dressed sandstone

stone lintel over new

window opening

supply and fit new timber

framed entrance doors

provide Code No 4 lead lined valley

gutters at intersection of roofs

supply and fit new casement

window to existing opening

supply and fit new five bar timber

gate to existing opening

existing concrete surface to front

forcourt area to be retained as per

Pre- Application Advice

up

up

extend existing dry-stone wall to line

in with new steps formed with sand

stone flags

1 2

upper landing area to be

finished with 20mm grade

washed limestone aggregate

Upper Landing

new step formed

with sand stone

flags

new steps to be formed

with natural sandstone

flags

form 1000mm high dry-stone wall

to west & north site boundaries

provide 2no rows of natural sandstone sets at

junction of existing concrete hardstanding and

new car parking area

provide new roof covering

to extension with

sandstone roofing flags

twin walled flue from multi

fuel stove with matt black

paint finish


