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New skirting boards,
architraves and doors to
be provided to match
original details

Fireplace insitu. some
glazed tiles missing.  It is
proposed to reinstate
with tiles to match.

Evidence of the depth of
the plaster cornice
(approx 130mm) along
with a fragment of the
lower molding adjoining
cupboard. cupboard
largely intact, but section
of architrave on west
side missing.

Fragment of skirting
board remains insitu in
cupboard
It is proposed to provide
and install new  skirting's
to match existing

Fireplace grate in situ
and existing timber
surround has been set
aside for reinstating.

It is proposed to provide
and install new cornices
to match existing

Existing cupboards either
side of fireplace to be
repaired by specialist

New skirting boards,
architraves and doors to
be provided to match
original details

Retain Existing fireplace
and cupboard. New
cupboard door to match
original to be provided
and installed. Retain
chimney breast.
(Previously approved to
remove).  The fireplace
remains in the building
and is to be relocated to
room 1.2.

Lath and plaster ceiling removed
Reveals joists and

Ceiling to be reinstated
as new fire resistant
plasterboard with skim
finish to underside of
joists New Fire resistant
plasterboard with skim
finish

New panelled timber
door (to match original)
to be provided with new
architraves to match
original

Proposal is to provide
and install new fire
resistant ceiling with skim
finish

It is proposed to provide
and install fireline
plasterboard and skim
finish

New PPC Aluminum
bifold doors

Reinstate internal door,
over light, and architraves
to the original details.
Door and fanlight (were not original),
however it is proposed

Reinstate skirting boards,
window architraves and
detailed plaster cornice
to details of original
features including Across
steel beam to 0.0 all to
original details

Ceiling be reinstated with
new fine resistant plaster
board with skim finish to
underside of joists

Stairs have
been installed to
be removed and
new staircase to be installed
to details and design
of the
original stair. Refer
to sketch detail (SK07).

underside of floorboards
painted in 0.4. therefore
they were historically
exposed so lath and plaster ceiling
was a later insertion

Timber floor boards and
joists removed and new
insulated concrete floor
installed

Dashed line denotes
New PPC Rooflights

Proposed Ground Floor Layout
Scale 1:50

Proposed First Floor Layout
Scale 1:50

(Section of skirting
remains insitu on NW
corner of chimney breast)

Skirting boards,
architraves, and doors
(repositioned to suite
consented openings) to
reinstate

It is not proposed to
reinstate the original
cupboard which has
been removed

Ceiling consent for
replacement of
plasterboard ceiling with
new insulated
plasterboard to
underside of rafters with
exposed roof trusses
new ceiling joists
installed

Section brick wall to
reinstate with new stud partition

It is not proposed to
reinstate the original
cupboard which has
been removed

Proposed Second Floor Layout
Scale 1:50

New panelled timber
door (to match original)
to be provided with new
architraves to match
original

Form new feature within
existing fireplace with
new lintol across

Provide and install new
skirtings as the'taller'
original skirtings as an
'enhancement' as the
skirtings removed from
this room were not
original.

Reinstate original
fireplace as previously
approved plans.
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as original wall was structurally
unstable

Proposal is to provide
and install new fire
resistant ceiling with skim
finish

Dashed line denotes
New PPC Rooflights

Stairs have
been installed to
be removed and
new staircase to be installed
to details and design
of the
original stair. Refer
to sketch detail (SK07).

New skirting boards,
architraves and doors to
be provided to match
original details

Ceiling be reinstated with
new fine resistant plaster
board with skim finish to
underside of joists

Ceiling be reinstated with
new fine resistant plaster
board with skim finish to
underside of joists

Stairs have
been installed to
be removed and
new staircase to be installed
to details and design
of the
original stair. Refer
to sketch detail (SK07).
Alterations to the original handrail
design are proposed for health and
safety reasons and to comply with
building regulations.

Lath and plaster ceiling removed

Fireplace from room 0.4
to be reinstated in
bedroom (1.2).

Proposal is to provide
and install new fire
resistant ceiling with skim
finish

Windows to be replaced  in
accordance with the details
approved in the previous
consent.

Windows to be replaced  in
accordance with the details
approved in the previous
consent.

Windows to be replaced  in
accordance with the details
approved in the previous
consent.
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SCALE BAR 1:50

Existing internal face of
external walls to have new
plaster
removed and new lime plaster.

Internal walls to have new
plaster removed and new
lime plaster applied throughout.
Lime plaster to be Limelite or
similar and approved.

Existing internal face of
external walls to have new
plaster
removed and new lime plaster.

Internal walls to have new
plaster removed and new
lime plaster applied throughout.
Lime plaster to be Limelite or
similar and approved.

Existing internal face of
external walls to have new
plaster
removed and new lime plaster.

Internal walls to have new
plaster removed and new
lime plaster applied throughout.
Lime plaster to be Limelite or
similar and approved.

Existing internal face of
external walls to have new
plaster
removed and new lime plaster.

Internal walls to have new
plaster removed and new
lime plaster applied throughout.
Lime plaster to be Limelite or
similar and approved.

Existing internal face of
external walls to have new
plaster
removed and new lime plaster.

Internal walls to have new
plaster removed and new
lime plaster applied throughout.
Lime plaster to be Limelite or
similar and approved.

Existing internal face of
external walls to have new
plaster
removed and new lime plaster.

Internal walls to have new
plaster removed and new
lime plaster applied throughout.
Lime plaster to be Limelite or
similar and approved.

Existing internal face of
external walls to have new
plaster
removed and new lime plaster.

Internal walls to have new
plaster removed and new
lime plaster applied throughout.
Lime plaster to be Limelite or
similar and approved.

Existing internal face of
external walls to have new
plaster
removed and new lime plaster.

Internal walls to have new
plaster removed and new
lime plaster applied throughout.
Lime plaster to be Limelite or
similar and approved.

Existing internal face of
external walls to have new
plaster
removed and new lime plaster.

Internal walls to have new
plaster removed and new
lime plaster applied throughout.
Lime plaster to be Limelite or
similar and approved.

Existing internal face of
external walls to have new
plaster
removed and new lime plaster.

Internal walls to have new
plaster removed and new
lime plaster applied throughout.
Lime plaster to be Limelite or
similar and approved.
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