
NORTH POINT

RE-CONSTRUCT NEW
FOOTPATH SHOWN DARK GREY
WITH NEW KERB
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NEW PARKING BAYS ANGLED TO
BOUNDARY SHOWN LIGHT GREY

RETAIN EXISTING
PARKING BAYS

RETAIN EXISTING WALL
AND FENCING

NEW 1.8M HIGH PALADIN FENCING
IN GREEN

RETAIN EXISTING WALL

NEW GATE POSITIONED ON
EXISTING PIER WITH NEW
PIER CONSTRUCTED AT EDGE
OF EXISTING ROAD KERB

BLEND KERBS WITH 2.5M RADIUS

SLOW

OUT

NO ENTRY

NEW DOUBLE SWING PALISADE
GATES WITH DETAIL TO MATCH
THE EXISTING FENCING

NEW BRICK PIERS TO
SUPPORT GATES

NEW TURNING AREA WITH
TARMAC FINISH AND FORMED
WITH NEW KERBS

EXIT

PARK

TEMPLE BUILDING

NURSERY

DASHED LINE OF EXISTING KERBS TO
BE TAKEN OUT, PAVEMENT AREA
REMOVE AND STAGGERED PARKING
BAYS FORMED WITH NEW KERBS.
GROUND LEVELS TO BE REGULATED
TO CREATE NEW CENTRAL DRAIN
GULLY'S TO CONNECT TO THE
EXISITNG SYSTEM

NEW RAISED HARD
LANDSCAPED AREAS TO
REPLACE EXISTING
KERBS AND FOOTPATH

GULLY

GULLY

GULLY

NEW WHITE LINING

NEW ROAD GULLY

ENTRY

OPTIONAL GATES TO BE
RETAINED TO MAINTAIN
SECURITY OF MAIN CAR
PARK

OPTIONAL GATES TO BE
RETAINED TO MAINTAIN
SECURITY OF MAIN CAR
PARK

MAKE GOOD ANY AREAS OF THE PARK
DISTURBED BY THE INSTALLATION OF THE
TURNING HEAD (ANY SMALL TREES THAT
REQUIRE TO BE REMOVED WILL BE
REPLANTED IN NEW LOCATION)
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PROVIDE BARRIER TO
PROTECT PEDESTRIANS -
DETAIL TO BE AGREED ORIOR
TO INSTALLATION

PROPOSED FOOTPATH
DIVERSION INTENDED TO
RETAIN LANDSCAPED
BORDER

LINE OF EXISTING FOOTPATH
FROM PARK

EXISTING
LINING TO BE
RETAINED

NEW 1.8M HIGH GREEN PALADIN
FENCING TO BORDER THE PARK AREA

DASHED LINE OF EXISTING KERBS
TO BE TAKEN OUT, PAVEMENT
AREA REMOVE AND STAGGERED
PARKING BAYS FORMED WITH
NEW KERBS.  GROUND LEVELS TO
BE REGULATED TO CREATE NEW
CENTRAL DRAIN GULLY'S TO
CONNECT TO THE EXISITNG
SYSTEM

5000

2500

5000

2500

250 x 125MM KERB

250 x 125MM KERB

NEW 1.8M HIGH PALISADE
FENCING POWDER COATED BLUE

TARMAC DRIVEWAY GRADED TO
SUIT LEVEL OF NEW ROAD GULLY'S

TARMAC PARKING BAYS

TARMAC PARKING BAYS

LAID TO FALLS

LAID TO FALLS

DASHED LINE OF EXISTING KERBS
TO BE TAKEN OUT AND GROUND
RE-GRADED TO SUIT NEW YARD
GULLY'S TO DISCHARGE STORM
WATER INTO EXISTING SYSTEM
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CONCEPT ARCHITECTURAL DESIGN ARE TO BE
NOTIFIED OF ANY DISCREPANCIES IN FIGURED
DIMENSIONS.  CONTRACTOR TO VERIFY ALL
DIMENSIONS.
THIS DRAWING IS COPYRIGHT.
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