
NEW 600mm WIDE TIMBER
CASEMENT WINDOW WITH CLAY
TILE CILL AND EXTERNAL
VERTICAL TIMBER SHUTTERS
(IN LINE WITH ROOF LIGHT ABOVE)

EXISTING STONE AND WYCHERT WALLS
STITCHED REPAIRED LOCALLY AS REQUIRED.

EXISTING EXTERNAL RENDER REPAIRED
LOCALLY AND REDECORATED

EXISTING DOOR OPENING
CONVERTED INTO FIXED WINDOW
AND FITTED WITH EXTERNAL
VERTICAL TIMBER SHUTTERS

REPLACEMENT HARDWOOD
DOORS SET INTO EXISTING

OPENING, WITH FIXED GLAZING
INSTALLED BEHIND

EXISTING WINDOW
TO REMAIN WITH
NEW EXTERNAL
VERTICAL TIMBER

SHUTTERSEXISTING TIMBER FRAME REPAIRED AND
STRENGTHENED LOCALLY AS REQUIRED.

REPLACEMENT EXTERNAL
WEATHERBOARD COVERING TO FRONT

ELEVATION.
TIMBER FRAME INSULATED WITH SHEEPS

WOOL INSULATION AND LINED
INTERNALLY WITH BREATHABLE BOARD

AND LIME PLASTER

REPLACEMENT HARDWOOD
DOORS WITH LEVEL

THRESHOLD SET INTO
EXISTING OPENING

SMALL FIXED AGRICULTURAL
STYLE LADDER/PLATFORM

TO PROVIDE IMPROVED
ACCESS TO ADJACENT LOFT
STORAGE SPACE THROUGH

EXISTING TRUSS
(TO REMAIN UNALTERED)

412x520mm FLUSH
FINISH CONSERVATION

ROOF LIGHT

WOOD BURNING STOVE WITH
TWIN WALL STEEL FLUE SET

ON NON-COMBUSTIBLE
HEARTH

INSULATED LINING TO
MODERN BLOCKWORK

PARTY WALL

EXTERNAL GROUND
LEVELS GENTLY GRADED

TO SUIT

EXTERNAL GROUND
LEVELS GENTLY GRADED

TO SUIT

EXISTING FLOOR REPLACED AT LOWER
LEVEL WITH NEW LIMECRETE FLOOR

EXISTING PITCHED ROOF INSULATED
BETWEEN RAFTERS WITH SHEEPS WOOL
INSULATION AND FINISHED WITH INTERNAL
BREATHABLE LINING

NEW 1.2m OPENING IN
EXISTING INTERNAL
WYCHERT PARTITION.
STRUCTURAL ENGINEER TO
ASSESS SUPPORT OF
TRUSS ABOVE OPENING

(BELOW GROUND LAND DRAIN WHERE
EXTERNAL GROUND LEVELS EXCEED

INTERNAL FLOOR LEVEL)

EXISTING STONE AND WYCHERT WALLS
STITCH REPAIRED LOCALLY AS REQUIRED.
EXISTING EXTERNAL RENDER REPAIRED

LOCALLY AND REDECORATED

INSULATED LINING TO
MODERN BLOCKWORK
PARTY WALL

EXISTING FLOOR EXCAVATED AND
REPLACED AT LOWER LEVEL WITH NEW
LIMECRETE FLOOR.
NEW FLOOR FULLY INSTALLED PRIOR TO
INSTALLATION OF PERIMETER LAND DRAIN

EXISTING ROOF INSULATED
BETWEEN RAFTERS USING
THERMAFLEECE ULTRAWOOL.
CEILING FINISHED WITH WOOD WOOL
BOARD AND LIME PLASTER

TWIN WALL STEEL FLUE TWIN WALL STEEL FLUE

EXTERNAL GROUND
LEVELS GENTLY GRADED

TO SUIT

EXTERNAL GROUND
LEVELS GENTLY GRADED

TO SUIT

TWIN WALL STEEL FLUE

NEW TIMBER CASEMENT
WINDOW WITH CLAY TILE
CILL AND EXTERNAL
VERTICAL TIMBER
SHUTTERS
(NOT SHOWN)

EXTERNAL GROUND
LEVELS GENTLY GRADED

TO SUIT

EXISTING DOOR OPENING
CONVERTED INTO FIXED WINDOW
WITH VERTICAL GLAZING BARS,

AND FITTED WITH EXTERNAL
VERTICAL TIMBER SHUTTERS

(NOT SHOWN)

EXISTING PITCHED ROOF INSULATED
BETWEEN RAFTERS WITH SHEEPS WOOL
INSULATION.
ROOF TO BE TILED IN MULTI COLOUR
DARK RED/ORANGE CLAY PEG TILES TO
MATCH EXISTING HIP END (RECLAIMED
TILES WHERE POSSIBLE)

EXISTING STONE AND WYCHERT WALLS
STITCH REPAIRED LOCALLY AS REQUIRED.
EXISTING EXTERNAL RENDER REPAIRED

LOCALLY AND REDECORATED

PROPOSED REAR ELEVATION
SCALE 1:50

PROPOSED RIGHT HAND ELEVATION
SCALE 1:50PROPOSED LEFT HAND ELEVATION

SCALE 1:50 PROPOSED FRONT ELEVATION
SCALE 1:50

PROPOSED GROUND FLOOR PLAN
SCALE 1:50

PROPOSED FIRST FLOOR PLAN
SCALE 1:50

LIMECRETE SLAB / LAND DRAIN DETAIL
SCALE 1:20

INSULATED ROOF DETAIL
SCALE 1:20

(SUBJECT TO BUILDING CONTROL APPROVAL)

0.5
0.0 (Metres)

Scaled @ 1:50

1.0 1.5 2.0 2.5
5.0

100mm NATURAL HYDRAULIC LIME SCREED
WITH UFH PIPES WITHIN

120mm GEOCELL FOAM GLASS AGGREGATE

CORK PERIMETER
BOARD

GEOTEXTILE MEMBRANE

SUB-SOIL

100mm DIA. PERFORATED
LAND DRAIN SET WITHIN

FREE DRAINING MATERIAL.
LINED WITH GEO-TEXTILE
MEMBRANE AND COVERED

WITH A RUN OFF MEMBRANE.
DRAIN TO BE EXCAVATED
AND INSTALLED IN 1m HIT

AND MISS SECTIONS TO
PREVENT ONE CONTINUOUS

EXCAVATION

EXISTING FLOOR LEVEL
(EXISTING FLOOR TO BE BROKEN OUT
CAREFULLY USING A HANDHELD BREAKER)

NOTE: RAKED EXCAVATION TO NEW FLOOR SET
200mm IN FROM EXTERNAL WALL TO PREVENT
UNDERMINING AS PER MANUFACTURER'S DETAILS

RED LINES DENOTE 45 DEGREE DISTRIBUTION OF LOAD
FROM EXISTING EXTERNAL WALLS / FOUNDATIONS.
DISTRIBUTION OF LOAD NOT ALTERED BY PROPOSAL

45°

200

50

NEW HARDWOOD GLAZED DOORS
WITH LEVEL THRESHOLD SET
BEHIND EXTERNAL TIMBER

SHUTTERS

EXTERNAL SURFACE
WATER ACO DRAIN

INSTALLED ACROSS ALL
LEVEL THRESHOLDS

EXTERNAL SURFACE
WATER ACO DRAIN

INSTALLED ACROSS ALL
LEVEL THRESHOLDS

(BELOW GROUND LAND DRAIN WHERE
EXTERNAL GROUND LEVELS EXCEED

INTERNAL FLOOR LEVEL)

412x520mm FLUSH FINISH
CONSERVATION ROOF LIGHT
(IN LINE WITH GF WINDOW)

EXISTING PITCHED ROOF INSULATED
BETWEEN RAFTERS WITH SHEEPS WOOL
INSULATION AND FINISHED WITH INTERNAL
BREATHABLE LINING

TLX GOLD BREATHABLE MEMBRANE
INSTALLED OVER RAFTERS /

BELOW NEW PLAIN CLAY TILES

(BELOW GROUND LAND DRAIN WHERE
EXTERNAL GROUND LEVELS EXCEED

INTERNAL FLOOR LEVEL)

EXISTING PITCHED ROOF INSULATED
BETWEEN RAFTERS WITH SHEEPS WOOL

INSULATION.
ROOF TO BE TILED IN MULTI COLOUR

DARK RED/ORANGE CLAY PEG TILES TO
MATCH EXISTING HIP END (RECLAIMED

TILES WHERE POSSIBLE)

EXISTING TIMBER FRAME REPAIRED AND STRENGTHENED LOCALLY AS REQUIRED.
REPLACEMENT EXTERNAL WEATHERBOARD COVERING TO FRONT ELEVATION.

TIMBER FRAME INSULATED WITH SHEEPS WOOL INSULATION AND LINED INTERNALLY
WITH BREATHABLE BOARD AND LIME PLASTER

REPLACEMENT HARDWOOD
DOORS WITH LEVEL

THRESHOLD SET INTO
EXISTING OPENING

REPLACEMENT HARDWOOD
DOORS SET INTO EXISTING

OPENING, WITH FIXED GLAZING
INSTALLED BEHIND

EXISTING WINDOW
TO REMAIN WITH
NEW EXTERNAL
VERTICAL TIMBER
SHUTTERS
(NOT SHOWN)

EXISTING PITCHED ROOF INSULATED
BETWEEN RAFTERS WITH SHEEPS WOOL
INSULATION.
ROOF TO BE TILED IN MULTI COLOUR
DARK RED/ORANGE CLAY PEG TILES TO
MATCH EXISTING HIP END (RECLAIMED
TILES WHERE POSSIBLE)

NEW HARDWOOD GLAZED DOORS
WITH LEVEL THRESHOLD SET
BEHIND EXTERNAL HARDWOOD

SHUTTERS

EXTERNAL GROUND
LEVELS GENTLY GRADED

TO SUIT

(BELOW GROUND LAND DRAIN WHERE
EXTERNAL GROUND LEVELS EXCEED

INTERNAL FLOOR LEVEL)

2x 412x520mm FLUSH FINISH
CONSERVATION ROOF LIGHTS

SMALL FIXED AGRICULTURAL
STYLE LADDER/PLATFORM

TO PROVIDE IMPROVED
ACCESS TO ADJACENT LOFT
STORAGE SPACE THROUGH

EXISTING TRUSS
(TO REMAIN UNALTERED)

1x BEE BRICK INSTALLED INTO
EXTERNAL WALL AS PER LOCAL

AUTHORITY REQUIREMENTS.
FINAL POSITION TO TIE IN WITH

RENDER REPAIRS TO REDUCE
DISRUPTION TO THE WALL

1x BEE BRICK INSTALLED INTO
EXTERNAL WALL AS PER LOCAL

AUTHORITY REQUIREMENTS.
FINAL POSITION TO TIE IN WITH

RENDER REPAIRS TO REDUCE
DISRUPTION TO THE WALL

REPLACEMENT
HARDWOOD DOOR
SET INTO EXISTING

OPENING, WITH FIXED
GLAZING INSTALLED

BEHIND

REPLACEMENT HARDWOOD DOOR
SET INTO EXISTING OPENING,

WITH FIXED GLAZING INSTALLED
BEHIND

Rev Date Amendments

Client

Job Title

Drawing Title

Scale Date Drawn By

Rev.Dwg.Dwg. No. Job

By

Chartered Surveyors
Building Surveying     Quantity Surveying     Architectural Design

20 Cornmarket,   Thame,   Oxon,   OX9  2BL
Telephone: 01844 261222    Fax: 01844 261190
Web: www.andrews-eades.co.uk

Original Page Size A1

This drawing and the works depicted are the copyright of Andrews Eades Chartered Surveyors and
may not be reproduced or amended in any form except by written permission.

No liability will be accepted for amendments made by other persons.
Any errors or discrepancies in dimensions or notes on drawings should be reported to the originator.

MR & MRS STONHAM

HOLYMANS FARMHOUSE
WYCHERT OUTBUILDING

PROPOSED SCHEME C:
FLOOR PLANS / ELEVATIONS /

DETAILS

AS SHOWN 15/05/2020 CR

19-591 04 D

 A          09.07.20         CR         MINOR AMENDMENTS

 B          12.10.20         CR         GENERAL PLANNING AMENDMENTS

 C          20.11.20         CR         GENERAL PLANNING AMENDMENTS

 D          25.09.23         CR         AMENDMENTS IN LINE WITH PLANNING CONDITION DRAWINGS


	Sheets and Views
	04D


