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NOTES:

Report all discrepancies, errors and omissions.

Verify all dimensions on site before commencing any work on site or
preparing shop drawings.

All materials, components and workmanship are to comply with the
relevant British Standards, Codes of Practice, and appropriate
manufacturers recommendations that from time to time shall apply.

For all specialist work, see relevant drawings.

This drawing and design are copyright of  Clague LLP
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P1                April 2023                Changes to Ground Floor ProposalExisting kent peg tile roof covering to be removed. New breathable insulation to
be installed between the existing rafters. New timber battens to be installed and

tiles replaced with approximately 50 % existing and 50% new clay tiles

to 1200mm of existing chimney to be carefully taken down. and rebuilt with lime
mortar and pointing. any new bricks required will match existing

to 1200mm of existing chimney to be carefully taken down. and rebuilt with lime
mortar and pointing. any new bricks required will match existing

to 1200mm of existing chimney to be carefully
taken down. and rebuilt with lime mortar and
pointing. any new bricks required will match
existing

Existing kent peg tile roof covering to be
removed. New breathable insulation to be
installed between the existing rafters. New
timber battens to be installed and tiles
replaced with approximately 50 % existing
and 50% new clay tiles

Existing timber guarding to be
removed and replaced with new
timber balustrading to match the
existing

Existing velux roof lights to be replaced with conservation rooflights

Existing velux roof lights to be replaced with conservation rooflights

Existing kent peg tile roof covering to be
removed. New breathable insulation to be
installed between the existing rafters. New
timber battens to be installed and tiles
replaced with approximately 50 % existing
and 50% new clay tiles

Existing velux roof lights to
be replaced with

conservation rooflights

Existing suspended
plasterboard ceiling to be
removed and new vaulted
ceiling to be installed. New
insulation between and over
the existing roof joists to be
installed.

Boot roomW.C.

to 1200mm of existing
chimney to be carefully
taken down. and rebuilt

with lime mortar and
pointing. any new bricks

required will match
existing

to 1200mm of existing chimney to be
carefully taken down. and rebuilt with
lime mortar and pointing. any new
bricks required will match existing

Existing kent peg tile roof covering to be removed. New
insulation to be installed above and between the existing
rafters. New timber battens to be installed and tiles
replaced with approximately 50 % existing and 50% new
clay tiles

Existing kent peg tile roof covering to
be removed. New breathable insulation

to be installed between the existing
rafters. New timber battens to be

installed and tiles replaced with
approximately 50 % existing and 50%

new clay tiles

Existing kent peg tile roof covering to be
removed. New breathable insulation to be

installed between the existing rafters.
New timber battens to be installed and
tiles replaced with approximately 50 %

existing and 50% new clay tiles

Existing kent peg tile wall covering to be removed. New
timber battens to be installed and tiles replaced with
approximately 50 % existing and 50% new clay tiles

Existing kent peg tile
wall covering to be

removed. New timber
battens to be installed

and tiles replaced
with approximately 50

% existing and 50%
new clay tiles

Existing kent peg tile roof
covering to be removed. New
insulation to be installed above
and between the existing rafters.
New timber battens to be
installed and tiles replaced with
approximately 50 % existing and
50% new clay tiles

Existing velux roof lights to be replaced with
conservation rooflights

Existing kent peg tile roof covering to
be removed. New breathable insulation

to be installed between the existing
rafters. New timber battens to be

installed and tiles replaced with
approximately 50 % existing and 50%

new clay tiles

Existing kent peg tile wall covering to
be removed. New timber battens to be

installed and tiles replaced with
approximately 50 % existing and 50%

new clay tiles

New Wall
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