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House extension

A1568.23.09

First  Floor  Plan .. proposed

71	Henderland	Road,	Glasgow	G61 1JF

Combined Drainage to Henderlen Road

FIRST  FLOOR  PLAN...

Bed  2
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garage

Stone	wall

Lower	garden

Driveway

Rooflight	over	
stairwell	on	this	
side	of	roof

Form	new	dormer		on	front	roof	to	
allow	for		bedroom	to	front	
Triple	stud	lintelover	window	with	double	
cripple	stud	either	side
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Garden	level

Ground	Floor	Level

Rear	extension	has	roof	pitch	
carried	through	from	front	with	
a	gable	wall	to	rear	garden	to	
retain	front	appearane	from		street.

1,708mm

83.24	Sq	m

Mr Tariq Purvaze

900mm

Double switch socket
Switch with remote spur

ELECTRICAL  LEGEND:

Telephone Outlet
Tv Outlet
Wall Mounted Exhaust Fan
Ceiling Mounted Exhaust Fan

Door bell...electric

Light Fixture ceiling...pendant

Under floor heating manifold.

Light switch
Bulkhead Light Fixture ... PIR

Smoke Detector ... hard wired

Cooker control unit

HD Heat Detector ... hard wired
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ELECTRICAL  LEGEND:

Door bell push

Shaver socket outlet

Consumer unit

CMD Carbon monoxide Detector;hard wired

Double switch + 
Broadband socket

Broken	lines	are	
ground	floor	walls
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Wall	insulation	to	be	150mm	quilt	between	studs	then	
30mm	Celotex	GA4000	fixed	to	vertical	studs.

Flat	ceiling	insualtion	to	be	2x150mm	Frameshield	32	
insualtion	quilt.	1st	layer	betwen	joists	,	2nd	layer	
at	right	angles	over	the	top	of	joists.

Coomb	ceilings	to	have	180mm	Celotex	GA	4000	with	
50mm	air	gap	to	underside	of	sarking.

Room	walls	to	have	50mm	sound	insulation	
quilt	throughout	as	minimum.

Form	new	balcony	with	access	
through	sliding	glazed	screen	doors		
all	supported	off	the	wall	and	floor	
structures	of	new	build.	
Toughened	glass	balustrading	1100mm	
high		all	round.

Steel	beam	over	glazed	screen
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