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Mr Tariq Bia

House extension

A1568.23.03

Ground Floor  Plan .. proposed

Combined Drainage to Henderlen Road

GROUND  FLOOR  PLAN...
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Double switch socket
Switch with remote spur

ELECTRICAL  LEGEND:

Telephone Outlet
Tv Outlet
Wall Mounted Exhaust Fan
Ceiling Mounted Exhaust Fan

Door bell...electric

Light Fixture ceiling...pendant

Under floor heating manifold.

Light switch
Bulkhead Light Fixture ... PIR

Smoke Detector ... hard wired

Cooker control unit

HD Heat Detector ... hard wired

SD

SS

ELECTRICAL  LEGEND:

Door bell push

Shaver socket outlet

Consumer unit

CMD Carbon monoxide Detector;hard wired

Double switch + 
Broadband socket

Existing	loft	hatch	infilled		
with	joists	finished	with	
12.5mm	p/board	to	underside	
and	timber	flooring	to	first	floor

Remove	wall	in	this	are	
and	install	steel	beam	on	
PC	concrete	lintels		built	
into	brick	wall	both	sides
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House	
entranc

Form	new	timber	stairs	
from	basement	to	ground		
floor	then	up	to	fist	floor.

Folding	sliding	
doors	with	
low	threshold

Folding	sliding	
doors	with	
low	threshold

Existing	wall	in	kitchen	framed	
out	in	line	with	new	extension	
wall	for	flush	finish.

HD

SD

CMD

SD

Folding	sliding	
doors	with	
low	threshold

Toughened	glass	screen
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Roughcast	finish	to	blockwork	
wall	on	this	elevation.		New	wall	
tied	to	existing	with	Catnic	
stronghild	wall	connectors	or		
similar	approved.	
	
New	cavity	wall	construction	from	
basement	to	first	floor	level

Deck	area	finished	with	tilesd	laid	over	
single	layer		waterproof	membrane	stepped	
up	wall	around	by	100mm	and	sealed.		All		
laid	over	waterproof	chiboard	screw	fixed		
and	glued	to	50mm	wide	firring	pieces	laid	
to	fall	away	from	building	to	gutters	all	round

Glazed	balustrade	all	round	deck		
to	1100mm	height

New	column	faced	
in	plasterboard	to	
supprt	existing	beam

Existing	door	infilled	
tith	timber	frame	and	
plasterboard

Remove	existing	window	and		
cavity	wall		allow	extension	of		
lounge.	See	engineers	design		
for	steel	lintels	and	support

Form	new	pc	steps	and	path	along	
full	length	of	side	of	house

Infill	existing	wall	to	
enclose	new	kitchen

Rear	elevation	extension		faced	with	
vertical	timber	cladding	on	
structural	timber	external	wall.	
See	engineers	details	for	structure.

New	deck	level	to	be	formed	in	
steel	frame	with	timber	joists		
supporting	stone	slabs	over	single	
layer	pvc	membrane	on	25mm	
waterproof	grade	chipboard	on		
tilting	fillets	to	through	water	to		
gutters	all	round	

Double	glazed	aluminium	framed	folding	
sliding	screens	and	opening	door	with		
15mm	threshold	fixed	within	timber	frame	
and	steel	frame	round	openings.
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