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RWP Locations as specifed 
in MEP drainage drawings.

Roof designed to fall 
towards RWP as specified 
by manufacturer

Tapered insulation to 
manufacturers 
specification continuing 
beneath winter garden/bay 
window 

Ridge line of tapered insulation providng peaks and 
troughs for effrective insulation - see manufacturers 
drawings for measurements

Valley line of tapered insulationm providng peaks and 
troughs for effrective insulation.
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Vegetation Barrier -
Minimum 80mm deep & 
300mm wide
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Air tightness at slab soffit provided by 228mm 
wide self adhesive flashing tape.

Reinforced Concrete Slab. Refer to Structural 
Engineer's information

120mm Bauder Insulation TBC

Bauder Tapered Insulation to achieve 1:60 falls

British Gypsum Gypliner Ceiling System
with 15mm plasterboard
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GENERAL NOTES:

This drawing is issued with a draft status for information
only. It shows design intent for detailed development by the Main Contractor. 

This drawing is based on dimensional survey information provided by others. 
The Architect cannot accept responsibility for the accuracy of this 
information. All levels and dimensions must be verified on site. Any errors are 
to be reported to the Architect.

This drawing should be read in conjunction with all relevant project 
information from other disciplines including but not limited to:

Acoustic
Building Services 
Civil and Structural    
Fire 
Safety, Health and Environment (SHE)    
Construction, Design and Management (CDM)

All non-architectural elements indicated on this drawing are shown for the 
purposes of design coordination only. 

Dowen Farmer Architects Ltd is incorporated in England & Wales. Company 
registration number 10861309.
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Biodiverse Living Roofs - Villa First
Floor

2 Manor Park

2 Manor Park
London
SE13 5RN

Quinn Residential

1138 -DFA -PL_2011 Planning
Rev Description Date Issued Checked
1 Planning Condition 5 & 15 20/11/202
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1 : 20
Biodiverse Living Roofs - Villa First Floor

1 : 5
Biodiverse Living Roofs - Villa Section AA

BauderGREEN Plugs native wildflowers, supplied by Bauder  Ltd (species selection as 
per the client’s requirements). 

BauderGREEN SUB-EM UK extensive substrate (FLL compliant), depth 100mm above 
the BauderGREEN FV 125 filter fleece.  

BauderGREEN FV 125 filter fleece. 

BauderGREEN FSM 600 - 4mm protection mat.  

BauderGREEN FSM 600 - 4mm protection mat.  

Vegetative barrier to specialist contractor designand specification

Reinforced Concrete Slab. Refer to Structural 
Engineer's information
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