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Existing undulating floor
to be retained under new
floor

Historic roof
spread evident in
external walls

Move any lower ties
to above purlin level

Where no ties are
provided, all pairs of
rafters to be tied
with cross ties.

FJ

FJ Stair
Void

New 47x175 C24 timber
joists @ 400c/c
installed above
existing floor
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Quadruple Trimming
Joist

Existing knee brace
restraints to be
retained.  New floor
joists and flooring
to be cut around the
braces.

View A

View B

All low level services along
perimeter walls (pipe work and
electrical) to be moved to
facilitate installation of new
floor joists

View A

View B

Detailed Notes
Notes

1. Schematic structural arrangement only.  Do
not scale.  Use figured dimensions only.
Locations shown are indicative only.

2. Architect's details to be followed except
where shown otherwise on this drawing
and/or specified in the design statement.

3. This drawing is to be read in conjunction
with all relevant Architect's, Engineer's
and Specialist's drawings and their
respective Specifications.

4. All work to comply with the relevant
British Standards, Codes of Practice and
the Building Regulations.

5. Any discrepancies between all working
drawings, specifications and schedules of
all disciplines to be immediately notified to
EPS Design for clarification/correction
prior to construction of relevant structure.

6. For full structural details and
requirements refer to the design statement.

Span of common floor joists (FJ),
Ceiling joists (CJ), flat roof
joists (FRJ) & rafters (R)

Legend

38 x 150 ceiling ties between all
opposing pairs of rafters where none
are currently found

M12 bolts  with 51 dia. round
double-sided toothed-plate connectors
positioned on the rafter & ceiling tie
centre-lines

175x47 C24 timber plate

175x47 C24 timber floor joists @ 400 c/c.

Existing brick wall

M12 bolts (8.8) @ 400mm staggered centers fixed to
wall using RAWL R-KEM II with threaded rods (Min.

110mm embedment to manufacturers requirements).
Bolts should be installed into stretchers so some

spacings may need to be reduced and positioning
determined on site to suit brickwork

Floor Joist Connection Detail
Not to scale
For full details refer to Design Summary

It may be necessary to pack out between
the plate and the wall with a free

flowing non-shrinkable grout to achieve
a plumb edge
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