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NBS H71/5. Lead flashing

NBS H71/5. Proprietary
eaves ventilator

Ventilation gap

NBS H71/5. Tilting fillet

NBS P10/65,
Breather membrane

Existing plain clay ridge
tiles to be retained

DETAIL D3
Scale 1:5

DETAIL D2
Scale 1:5

100x50mm C24
timbers @400mm
centres to Structural
Engineer's drawings
and specifications

NBS H71/5.
Perforated metal
Insect mesh

NBS H71/5. Lead on
18mm plywood

NBS G20.
Wooden
cornice moulding

100x50mm C24
timber plate to
Structural Engineer's
drawings and
specifications
NBS G20.
22mm thickness
wooden timber
fascia

NBS L10/16. Timber
glazing bar

NBS L10/16. Single glazed
timber dormer windows to
manufacturer's
recommendations

NBS L10/16. Single glazed
timber dormer windows to
manufacturer's
recommendations

DETAIL D1
Scale 1:5

NBS L10/16. Painted timber cill
to window manufacturer's
recommendations

NBS H21, horizontal timber
weatherboard

Existing roof tiles on timber
battens to be retained

Existing breather
membrane to be retained

NBS L10/16. Single glazed
timber dormer windows to
manufacturer's
recommendations

NBS P20/15, Internal
painted SW timber window
cill board

NBS F30/48 Damp proof course (DPC)
to manufacturer's recommendations

NBS Z22, Flexible sealant

140x50mm C24 timber
studs @400mm centres to
Structural Engineer's
drawings and to Spec G20

Existing timber rafters to be
retained

NBS K10/12, 15mm Gypsum
SoundBloc plasterboard with
NBS K10/67, 3mm skim coat
finish
NBS K10/12, 60mm insulation
NBS P10/40. 100mm Kingspan Kooltherm K7
to manufacturer's recommendations

DETAIL D4
Scale 1:5

NBS P10/15, 90mm Actis Hybris
insulation between 150x50mm
C24 timber rafters @400mm
centres in accordance with
Structural Engineer's drawings
and specifications and to
Spec G20

NBS H71/5. Lead cover in
code 6 lead to BS EN 12588

NBS H71/5. Waterproof
building paper

NBS H71/5. 18mm plywood
on 38x50mm timber battens
to form ventilated void

NBS P10/65,
Breather membrane

NBS K10/12, 15mm Gypsum
SoundBloc plasterboard with
NBS K10/67, 3mm skim coat
finish

NBS P10/60, VCL

NBS K10/12, 60mm insulation


	Sheets and Views
	P23617-BA-A1-XX-DR-A-6005 Proposed Windows Details-PLANNING


