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F.W. Mansfield & Son

Nickle Farm, Chartham Hatch

Canterbury, Kent

Buddy's Farm Shop (Outline Site)

Buddy's Business Park, Herne Bay Road

Sturry, Canterbury

Kent, CT2 0NJ

Sides - 100mm Karrier Panel.

U Value 0.18W/m² K

Overclad with Timber

Weatherboard
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Facing Brick

Box Profile Plastisol Cladding

Colour - Merlin Grey

S.A.B. Grade Roof Lights

Box Profile Plastisol Cladding

Colour - Merlin Grey
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Facing Brick

Karrier Panel Overclad with

 Timber Weatherboard

Colour - Black

Facing Brick

Facing Brick
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Timber  Weatherboard

Colour - Black

Karrier Panel Overclad with

 Timber Weatherboard

Colour - Black

Karrier Panel Overclad with

 Timber Weatherboard

Colour - Black

Office

100mm Facing Brick

125mm Cavity (115mm Insulation)

140mm Fair Face Blockwork

External walls to provide a U value of not less

than 0.35W/m2k or as required by current

Building Regulations

Roof -  Box Profile Plastisol Cladding with 120mm core

U Value 0.15W/m

2

 K in accordance with Approved

Document L2 A & B (Building

Regulations).

Shop Floor slab to be designed to achieve a minimum

imposed uniformly distributed load of 5.0 kN/m2, and a

concentrated load of 4.0 kN on a 250mm x 200mm patch.

Back of House slab to be designed to achieve a minimum

imposed uniformly distributed load of 7.5 kN/m2.

Floor slab to provide a U-value of not less than 0.25W/m2 k

or as required by current Building Regulations

Matwell Recess in Tiling

with Aluminum Angle

 and Tagging Ducts

CASE Express MOE Standard Door

(1200mm wide x 2100mm high)

Part No. CSH/DS/XM020

Shop Front by

Weatherite Aluminium Solutions Ltd

(www.weatheriteasl.com)

3
.
4

0
0

C
r
i
t
c

a
l
 
D

i
m

:

Internal Fair Faced

140mm block work to 2.8m

to perimiter

Roof Pitch

6°

NOTE:-

All Stanchions and Floor Beams to be

protected with 1hr Intumescent Paint

to eaves level.

Steel Sizes to be confirmed by Structural

Engineer prior to Fabrication

1hr Rockwool Composite Panel

140mm Fair Face Blockwork

To First Floor Level

Allow to line 60 sq m internally above

blockwork with 1 hr Fire Board with

Fibreglass Insulation Infill

254 x 146 x 31

Floor finish to be Maksi Dot Graphite

Grey Ceramic Tiles (grey grouting),

DES2694 (by others)

175mm Concrete Reinforced A193 on

bottom - Tamped Finish

2000 gauge DPM

80mm Insulation

200mm Type 1 or 2 Aggregate

1hr Rockwool

Composite Panel
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Internal Roller Shutter

38mm High Density

Chipboard Flooring

on Cold Rolled Joists

1hr Fire Rated

Suspended Ceiling

1hr Fire

Lining

Up

Retail Shop


