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Fascia Sign Specification

TECHNICAL SPECIFICATION - ECOLUX MINI

LED STRIP
Latest high lighting chip giving 1650 Lumens
per metre LED output. Only 14.4 watts per
metre power consumption 75% energy saving
compared to Fluorescent.

24 volt input, less current less voltage drop.
6000k cool white or 3000k warm white 120
degree angle.

IP65 protected, 50,000 hours+ lamp life.
5 year Warranty.

Full CE certification and ROHS compliant.

DRIVERS
Epoxy encapsulated fully isolated case with
IP67 protection. Constant voltage design.
Short circuit, over current, over voltage
protection.
Fitted onto quick release slide in Gear Trays.
Full CE certification and ROHS compliant.

LIGHT FITTING
Specially designed 45mm aluminium extrusion
supplied up to 6000mm lengths which can
be joined together using cast aluminium
connectors.

Die cast aluminium end caps with rear cable
entry standard 300mm multi brackets.

Snap-in polycarbonate 90 degree magnifying
lens di�user. Casing sealed and certificated
to IP65.

Full CE certificate and 5 year parts warranty.
Conforms to BS EN 60598-1:2015 and
BS EN 60598-2-1:1989 ‘UK Deviations Only’.
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Ecolux Mini trough light
with ‘T’ brackets
finished to red
RAL 3020 30% Gloss

‘working with...’ [ gloss white ]
vinyl adhered to face

Folded 3mm Dibond panels
(tra�c red matt) with 75mm
returns and 30mm bottom
fixing lip

Fixings finished to match panels

Mill finish aluminium angle
- 70x70x3mm

Vertical ACM straps

660m
m

(FAC
E O

N
LY

)

300

Bottom fixing lip

ONE STOP [ FASCIA : A ]

‘Costa Express’ [ gloss white ]
vinyl adhered to face

Folded 3mm Dibond panels
(to match RAL 3005 30% gloss)
with 75mm returns and 30mm
bottom fixing lip

Fixings finished to match panels

Mill finish aluminium angle
- 70x70x3mm

Vertical ACM straps
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Ecolux Mini trough light
with ‘T’ brackets
finished to [ wine red ]
RAL 3005 30% Gloss
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COSTA EXPRESS [ FASCIA : B ]

PACKERS :  REQUIRED FOR [ RH ] SIDE OF FASCIA : [ 25mm ] [ 30mm ] and [ 35mm ]

Folded white ACM tray with
printed LED positions
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10mm thick LED optimised
acrylic, shoulder cut and
pushed through to sit proud
- with translucent vinyl
applied to face

GE Select TX Gen 2 LED’s
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