
NOTES
All dimensions are to be checked on site before work
commences and the manufacturing any components.  Any
discrepancies should be reported to the CA. All work to be
carried out to the satisfaction of the contract administrator
and clerk of works.
It is the Contractors responsibility to make good any
damage caused upon completion of works.  All internal
finishes to be retained, to be suitably protected by the
contractor & any damage to be made good to contract
administrators satisfaction.

BUILDING WORKS
The contractor is to ensure all appropriate services have
been disconnected before starting work.

Refurbished Slimlite double glazed panes to be installed in
existing timber sash and case windows. The double glazed
panes will be 14mm wide with 4mm panes and 6mm cavity.
The existing sash and cases shall be overhauled and
re-decorated (white painted finish) including renewing
broken ironmongery and cords.

Timber double glazed
sash and case window.
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W1, W2 - Utility room window
 - Internal View
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Glazed protective barriers to be installed
internally to a height of at least 1.1m above
floor level.
Refer to drawing no.2 Rev A - JOB No. HP0662
- 'Typical Details: Replacement Glazing &
Protective Barrier For Cill FFL+<1100mm', for
further information.

New Slimlite double glazed panes

W3, W4 - Dining room window
 - Internal View
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New Slimlite double glazed panes

Glazed protective barriers to be installed
internally to a height of at least 1.1m above
floor level.
Refer to drawing no.2 Rev A - JOB No. HP0662
- 'Typical Details: Replacement Glazing &
Protective Barrier For Cill FFL+<1100mm', for
further information.

W5 - Kitchen window
 - Internal View
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New Slimlite double glazed panes

Glazed protective barriers to be installed
internally to a height of at least 1.1m above
floor level.
Refer to drawing no.2 Rev A - JOB No. HP0662
- 'Typical Details: Replacement Glazing &
Protective Barrier For Cill FFL+<1100mm', for
further information.

W6 - Toilet window
 - Internal View
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New Slimlite double glazed panes

Glazed protective barriers to be installed
internally to a height of at least 1.1m above
floor level.
Refer to drawing no.2 Rev A - JOB No. HP0662
- 'Typical Details: Replacement Glazing &
Protective Barrier For Cill FFL+<1100mm', for
further information.

W7 - Bedroom 1 window
 - Internal View

1800

870

FFL

mi
n. 

11
00

New Slimlite double glazed panes

Glazed protective barriers to be installed
internally to a height of at least 1.1m above
floor level.
Refer to drawing no.2 Rev A - JOB No. HP0662
- 'Typical Details: Replacement Glazing &
Protective Barrier For Cill FFL+<1100mm', for
further information.

W8 - Bedroom 2 window
 - Internal View
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New Slimlite double glazed panes

Glazed protective barriers to be installed
internally to a height of at least 1.1m above
floor level.
Refer to drawing no.2 Rev A - JOB No. HP0662
- 'Typical Details: Replacement Glazing &
Protective Barrier For Cill FFL+<1100mm', for
further information.
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NOTES

C   copyright.  All rights reserved, this drawing must not be copied or reproduced without the written
consent of Summers-Inman Construction and Property Consultants LLP.

No dimensions are to be scaled from this drawing. All dimensions and sizes are in millimetres unless
otherwise stated and should be checked on site.

No part of this publication may be produced, stored in any retrieval system or transmitted in any form or
by any means without prior permission of summers-inman construction and property consultants.

This drawing is to be read in conjunction with Summers-Inman Construction and Property Consultants'
specification, structural engineer's and services consultant's specification where applicable.
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The City of Edinburgh Council

Windows Refurbishment, 41 1F Haddington Place, Edinburgh

Proposed Windows (Internal View)
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