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REAR OF PANEL FRONT OF PANEL
Panels and gravel boards to be fixed in front
of post with junction at centre-line of post,
leaving no gaps.

Hedgehog access points to comprise 120 x
120mm holes in plot boundary fence at
ground level (as shown). Locations TBC
subject to ecologist proposals.

50mm gap below base rail to allow free
passage for insects / small animals.

120
Closeboard timber fence with vertically laid
tanalised featherboard and tanalised top and
bottom rails.
· All timber to be pressure tanalised to

BS 4072.
·

·

Foundations to be designed by S.E. to
suit ground conditions.
All nails and fixings to be galvanised.
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120mm holes in plot boundary fence at
ground level (as shown). Locations TBC
subject to ecologist proposals.
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1.8M CBF FENCING

1.8M CLOSED BOARD FENCING
WITH HEDGEHOG PASSAGE POINTS
NEAR CORNERS AND JUNCTIONS

POSITION OF HEDGEHOG PASSAGE
POINT SEE FENCE DETAIL

APEX NEST BOX

CREVICE BAT BOX

IBSTOCK INTEGRATED BAT BOX
PLACED >3m ABOVE GROUND AND
AWAY FROM LIGHT SOURCES

IBSTOCK INTEGRATED SWIFT BOX
PLACED UNDER EAVES AND AWAY
FROM LIGHT SOURCES
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