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New external walls indicated thus to be
303mm o/a thickness comprising 103mm
outer leaf of brickwork to match existing,
100mm cavity incorporating 90mm Celotex
'Thermaclass Cavity Wall 21' thermal
insulation, and 100mm inner leaf of Celcon
'Solar' blockwork with 12.5mm plasterboard
and skim internally

Dormer walls and cheeks to be 100 x 50mm timber framed stud wall (verticals at max. 400mm centres)
infilled with 100mm Kingspan 'Kooltherm K7' thermal insulation between upright members of timber frame,
and a further 50mm of same insulation to internal face of studding to provide a 'U' Value not exceeding 0.28
W/m²K. Internal face to be finished with 12.5mm plasterboard and skim, with vapour barrier between
insulation and plasterboard. 19mm thick exterior quality 't&g' boarding fixed to exterior of timber framed
dormer walls and cheeks, with breather membrane between insulation and board. Metal frame fixed to
exterior of board for cladding of dormer with horizontally laid lapped wood effect 'Cedral' cladding in 'White
C01'

Extents of Firestone EPDM
flat roof membrane
indicated thus

Existing doors, walls,
windows, etc. indicated
thus are to be removed;
make good all
surrounding surfaces

Site boundary

Extents of powder coated metal
capping to head of parapet wall

indicated thus; colour: RAL
1015 (Light Ivory)

steps up
150mm
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PROPOSED PLANS

Revision Date Details

NOTES
All dimensions are to be checked on site and any discrepancies referred to the designer
prior to proceeding. All levels are to be confirmed on site prior to proceeding with the work.
All discrepancies between information shown on the drawing and the information shown on
the specification are to be referred to the designer prior to proceeding with the works. All
component sizes and references to be checked prior to the ordering of materials. Positions
of existing drain runs and associated installations to be confirmed prior to proceeding and
drains checked as necessary. All relevant boundary positions to be checked prior to
proceeding. Any on site design changes must be reported to the designer and agreed with
the relevant authority prior to proceeding. Levels shown are related to an arbitrary datum
and therefore not related to ordnance datum.
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A 01.12.23 Amended following client review
B 04.12.23 Amended following client review
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