
T1: holm oak

G1: silverberryand holm oakhedge T2: Italian buckthorn

T3: golden lawson cypressT5*: leyland cypress

T4: laburnum G2: silk tassle bush, forsythia,holly, bay, aucuba, leylandcypress, juniper

The root protection area of T1 and the over hanging crown of T2 mustbe protected by a barrier that conforms to the specification in Figure 1.The protective barriers are to be installed before any constructionactivity starts on site and will remain in place until there is no risk of

harm from development activity. All weather notices must be attachedto the protective barrier as shown in Figure 2.

All of the trees and shrubs along the east boundary have anasymmetrical root distribution that favors the area of lawn in theneighboring property (to the east). This is because there is a60cm-100cm difference in soil level between the two properties (plus thefootings for the wall), meaning there are highly unlikely to be any rootsbeneath the existing driveway as the majority of tree roots arepredominantly found in the top 600mm of soil. No root protectionmeasures are therefore specified.
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The crowns of T3 and a bay tree in G2 are over hanging theproposed dwelling and will require the following pruning tofacilitate access to construct the building: Prune back the westside of T3 and a the bay in G2 to in line with the boundary wall.

An incursion of the root protection area (RPA) for T1 is required to facilitateconstruction of the proposed dwelling (including a one metre gap to allow access toconstruct the building). All other areas of the tree's root zone must remainundisturbed, including a large area of lawn to the south-west where the majority oftree roots are likely to be preferentially distributed. Excavations within the tree's RPAare to be carried out under direct supervision of the project arboriculturist.

0.7000Existing driveway surface to be retained, with afinish/making good layer to be installed once theconstruction work is completed and the protectivebarrier has been removed.
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The root protection area of T1 and the over hanging crown of T2 must
be protected by a barrier that conforms to the specification in Figure 1.
The protective barriers are to be installed before any construction
activity starts on site and will remain in place until there is no risk of
harm from development activity. All weather notices must be attached
to the protective barrier as shown in Figure 2.

All of the trees and shrubs along the east boundary have an
asymmetrical root distribution that favors the area of lawn in the
neighboring property (to the east). This is because there is a
60cm-100cm difference in soil level between the two properties (plus the
footings for the wall), meaning there are highly unlikely to be any roots
beneath the existing driveway as the majority of tree roots are
predominantly found in the top 600mm of soil. No root protection
measures are therefore specified.
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The crowns of T3 and a bay tree in G2 are over hanging the
proposed dwelling and will require the following pruning to
facilitate access to construct the building: Prune back the west
side of T3 and a the bay in G2 to in line with the boundary wall.

An incursion of the root protection area (RPA) for T1 is required to facilitate
construction of the proposed dwelling (including a one metre gap to allow access to
construct the building). All other areas of the tree's root zone must remain
undisturbed, including a large area of lawn to the south-west where the majority of
tree roots are likely to be preferentially distributed. Excavations within the tree's RPA
are to be carried out under direct supervision of the project arboriculturist.

0.7000

Existing driveway surface to be retained, with a
finish/making good layer to be installed once the
construction work is completed and the protective
barrier has been removed.
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TREE PROTECTION AREA
KEEP OUT !

PROTECTIVE FENCING.  THIS
FENCING MUST BE

MAINTAINED IN ACCORDANCE
WITH THE APPROVED PLANS

AND DRAWINGS FOR THIS
DEVELOPMENT.

!
(TOWN & COUNTRY PLANNING ACT 1990)

TREES ENCLOSED BY THIS FENCE ARE PROTECTED BY
PLANNING CONDITIONS AND/OR ARE THE SUBJECTS OF A

TREE PRESERVATION  ORDER.
CONTRAVENTION OF A TREE PRESERVATION ORDER MAY

LEAD TO CRIMINAL PROSECUTION

ANY INCURSION INTO THE PROTECTED AREA MUST BE
WITH THE WRITTEN PERMISSION OF THE LOCAL

PLANNING AUTHORITY

Key

1 Standard scaffold poles

2 Heavy gauge 2 m tall galvanized tube and welded mesh infill panels

3 Panels secured to uprights and cross-members with wire ties

4 Ground level

5 Uprights driven into the ground until secure (minimum depth 0.6 m)

6 Standard scaffold clamps

Figure 2

Figure 1

Tree/group numbers marked
 with an * have approximate locations.

This drawing has been converted from a pdf using the scale bar. No
responsibility can be accepted for inaccurate dimensions.

The original of this drawing was produced in colour, a monochrome
copy must not be relied upon.

Peacock Tree Consultancy Ltd
34 Stoneborough Lane

Budleigh Salterton EX9 6AL

Protective Barrier
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