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DEMOLITION / LANDLORD PLAN
GROUND FLOOR

1:5013/11/2023

CICCHETTI, PICCADILLY

HARNBURY HOLDINGS

RELOCATE PROPOSED STEELS AS SHOWN TO ALIGN
WITH EACH OTHER AND ALSO PROPOSED INTERIOR
LAYOUT. AS THESE ARE REQUIRED TO SUPPORT THE
INFILL TO THE ROOF LIGHT WE ASSUME THERE IS
SOME MOVEMENT IN THE FINAL POSITIONS.

REMOVE EXISTING STAIRCASE AND ENCLOSE. INFILL
FLOORING TO ENSURE THIS CAN FORM PART OF THE
GF FOH SPACE WITHIN THE PROPOSED SCHEME. WE
HAVE RETAINED RISER FROM BASEMENT IN THIS
POSITION.

REMOVE EXISTING FOH STAIRCASE STRUCTURE TO
ALLOW FOR INSTALLATION OF NEW STAIRCASE
WITHIN PROPOSED SCHEME. CONFIRMATION
REQUIRED AS TO WHO WILL INSTALL NEW STAIRCASE
STRUCTURE, FINISHES AS PART OF TENANT FIT OUT.

EXISTING SERVICES TO BE REMOVED WITHIN UNIT.
ROUTES OUTSIDE OF THE UNIT TO PLANT ENCLOSURE
AND RESPONSIBILITY FOR WORKS TBC.

CREATE ADDITIONAL STRUCTURAL OPENING AS
SHOWN TO ALLOW FOR SERVICE ROUTE FROM
BASEMENT KITCHEN TO RESTAURANT SPACE

REMOVE STRUCTURAL NIB TO INCREASE
CIRCULATION AROUND CRITICAL SERVICE ROUTES &
GF KITCHEN OFFER.

MAKE REVISIONS TO EXISTING FOH STAIRCASE
STRUCTURE TO REMOVE PREVIOUS ALTERATIONS
AND ADDITIONAL ANGLED REVISER AND MAKE
GOOD TO ENSURE THIS IS AS IT WAS ORIGINALLY.

REMOVE EXISTING COLUMN AS THIS FALLS DIRECTLY
THROUGH THE PROPOSED BAR POSITION & EFFECTS
VISUAL AS GUESTS ENTER THE SPACE THROUGH THE

PROPOSED SHOPFRONT

REMOVE EXISTING SHOPFRONT READY FOR NEW
SHOPFRONT INSTALLATION. CONFIRMATION OF

WORKS TBC BY CLIENT TEAM / LANDLORD.
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CREATE ADDITIONAL STRUCTURAL OPENING IN
FLOOR FOR DUMBWAITER SHAFT AND SERVICE RISE
ROUTE. EXACT DIMENSIONS AND LOCATION TBC
FOLLOWING MEASURED SURVEY

NOTE:

GREY LINES INDICATE APPROVED
LANDLORD STRIP OUT & DEMO
WORKS
RED LINES INDICATE ADDITIONAL
WORKS REQUESTED BY FETTLE

DEMOLITION OF EXISTING LIGHTWEIGHT HIGH LEVEL
PLANT DECK

DEMOLITION OF EXISTING HIGH LEVEL PLANT DECK

21.11.2023/ DEMOLITION OF PLANT DECKS INCLUDED
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