
PROPOSED FIRST FLOOR PLAN
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New stud partition
with quilt
insulation in void
for noise
reduction.
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Guard rail at 1100mm high, with 75 x 75
newel posts. Any required calculations
provided by structural engineer or
staircase manufacturer. Minimum
headroom to be 2000mm. Gap in
ballustrading no more than 100mm

New stud partition with quilt
insulation in void for noise
reduction.

New stud partition with quilt
insulation in void for noise
reduction and moisture
resistant plasterboard to
Ensuite

New stud partition with quilt
insulation in void for noise
reduction and moisture
resistant plasterboard to
Bathroom

New opening. CG 70/100
above (verify existing
cavity prior to
procurement)

New UPVC windows to match existing to be fitted with an unobstructed openable
area of 0.33m2 with minimum dimensions of 450mm high x 450mm wide (i.e clear
opening of 750 x 450mm) Window not to be fitted with removable key and bottom
of openable area to be between 800mm and 1100mm above floor level. 8000mm2
trickle vents required. Catnic CG90/100 lintel over with min 150mm end bearing

New UPVC window with
transluscent DG units (low E).
Catnic CG90/100 lintel over with
min 150mm end bearing
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New stud partition with quilt
insulation in void for noise
reduction and moisture
resistant plasterboard to
Ensuite

New UPVC window to match existing to be fitted
with an unobstructed openable area of 0.33m2 with
minimum dimensions of 450mm high x 450mm
wide (i.e clear opening of 750 x 450mm) Window
not to be fitted with removable key and bottom of
openable area to be between 800mm and 1100mm
above floor level. 8000mm2 trickle vents required.
Catnic CG70/100 (verify cavity prior to
procurement)

SVP

Smoke
detector

RWP

Existing chimney removed
and existing internal
finishes made good

New UPVC window with
transluscent DG units (low E).
Catnic CG70/100 (verify cavity
prior to procurement)

En-suite

En-suite

En-suite

Any new radiators to be provided with
Thermostatic valves. Client to agree
radiator locations with main contractor
prior to commencement of works.
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