
ASSUMED SITE BOUNDARY - TO BE VERIFIED

CITYSCAPE
T: 0117 900 0124
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116 MOUNT HILL ROAD, BRISTOL. BS15 8QR
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TO BE READ IN CONJUNCTION WITH: Z-805-S001&2
DRAWING NUMBER: Z-805-D315

DOUBLE AND SINGLE STOREY EXTENSION + LOFT CONVERSION
SCHEME: REVISION:

DATE: 30TH NOVEMBER 2023
XARCHITECTURE

YOU ARE REMINDED OF YOUR RESPONSIBILITIES UNDER THE 'PARTY WALL ETC. ACT' 1996 WHERE APPLICABLE
ALL BOUNDARIES ARE ASSUMED AND WE ACCEPT NO LIABILITY FOR BOUNDARY INACCURACY
ALL DIMENSIONS, LEVELS AND ANGLES TO BE CHECKED ON SITE BY CONTRACTOR

RESPONSIBILITY IS NOT ACCEPTED FOR ERRORS MADE BY OTHERS IN SCALING FROM THIS DRAWING
ALL DRAIN RUNS EXISTING AND PROPOSED ARE TO BE VERIFIED ON SITE DUE TO RESTRICTED ACCESS - ENSURE ALL CONNECTIONS MADE TO CORRECT SYSTEMS

COPYRIGHT CITYSCAPE ARCHITECTURE LTD

0 METRES 5.01.0

DRAWING SCALE: 1:50

PROPOSED SECOND FLOOR PLAN 1:50 @ A2

PARTY WALL ONLY SINGLE SKIN THICKNESS
FROM MID HEIGHT IN LOFT AREA
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EAVES STORAGE
ACCESS TO EAVES VOID
FOR STORAGE TO CLIENT
SPECIFICATION
MAINTAIN INSULATION TO
BACK OF ACCESS DOOR
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FACE OF DORMER TO BE
SET MINIMUM 200mm MEASURED
ALONG ROOF SLOPE FROM EAVES.
NOTE FACE OF DORMER CANNOT BE
SET FORWARD OF THE FACADE OF
THE EXISTING BUILDING

PROPOSED DORMER CONSTRUCTION
TO SHOW 1/2 HR FIRE PROTECTION WILL
BE ACHIEVED WHERE WALLS ARE WITHIN
1.0m OF THE BOUNDARY.
USE 12mm SUPALUX ON TOP OF
SHEATHING ANYWHERE WITHIN
1.0M OF BOUNDARY
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PROVIDE ACCESS
DOOR TO STORAGE
AREA LINTEL
TO ENGINEERS DESIGN
AND DOOR TO BE INSULATED
AS PER STUD WALLS TO
PREVENT HEAT LOSS

FIXED GLAZING BELOW
800mm FROM FLOOR LEVEL
TO BREAK SAFELY AND TO
RESIST IMPACT / HORIZONTAL
FORCE IN ACCORDANCE WITH
BS EN 1991-1-1


