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REMOVE EXISTING TIMBER FASCIA AND STRIP
BACK TO EXISTING BRICK / BLOCKWORK
EXTERNAL LEAF. MAKE GOOD AS REQUIRED AND
PREPARE SURFACE TO RECEIVE NEW 35x50mm
TREATED SW BATTENS FIX SELECTED ROCKFON
FASCIA PANELS TO ELEVATIONS AS ILLUSTRATED
APPLIED IN ACCORDANCE WITH
MANUFACTURERS DETAILS AND SPECIFICATIONS

377.5mm THICK WALL CONSISTING OF:
102.5mm BRICKWORK OUTER LEAF (BRICK TYPE
TBC) WITH 150mm CAVITY WITH 100mm KINGSPAN
KOOLTHERM K108 CAVITY INSULATION FRAMING
INSULATION WITH 100mm BLOCKWORK INNER
LEAF WITH GYPLYNER UNIVERSAL WALL LINING
SYSTEM ;
12.5mm THK BRITISH GYPSUM PLASTERBOARD
AND SKIM FINISH.

EXISTING EXTERNAL WALLS TO
BE RETAINED. WHERE NO
CAVITY IS PRESENT IN
EXTERNAL WALL, WALL TO BE
INSULATED INTERNALLY
CONSISTING OF:
83mm KINGSPAN K18 INSULATED
PLASTERBOARD WITH JOINTS
TAPED AND SEALED AND 3mm
SKIM FINISH

REMOVE EXISTING TIMBER FASCIA AND STRIP
BACK TO EXISTING BRICK / BLOCKWORK
EXTERNAL LEAF. MAKE GOOD AS REQUIRED AND
PREPARE SURFACE TO RECEIVE NEW 35x50mm
TREATED SW BATTENS FIX SELECTED ROCKFON
FASCIA PANELS TO ELEVATIONS AS ILLUSTRATED
APPLIED IN ACCORDANCE WITH
MANUFACTURERS DETAILS AND SPECIFICATIONS

NEW WINDOWS TO MATCH SIZE, DESIGN
AND MATERIAL OF THE EXISTING WINDOWS
REFER TO PROPOSED ELEVATIONS

STRUCTURAL FOUNDATIONS TO S.E.
DESIGN AND SPECIFICATIONS

100mm 7N BLOCKWORK

CONCRETE CAVITY FILL

DPC

75mm SAND : CEMENT SCREED ON
500gauge VISQUEEN VCL ON 150mm
KINGSPAN THERMAFLOR TF70 INSULATION
ON 150mm R.CONCRETE SLAB TO S.E.
DESIGN AND SPECIFICATION ON 2000gauge
VISQUEEN DPM LAPPED AND SEALED WITH
DPC's. ALL ON MIN. 225mm MECHANICALLY
COMPACTED TYPE 1 HARDCORE.

REMOVE EXISTING TIMBER
FASCIA AND STRIP BACK TO
EXISTING BRICK / BLOCKWORK
EXTERNAL LEAF. MAKE GOOD AS
REQUIRED AND PREPARE
SURFACE TO RECEIVE NEW
35x50mm TREATED SW BATTENS
FIX SELECTED ROCKFON FASCIA
PANELS TO ELEVATIONS AS
ILLUSTRATED APPLIED IN
ACCORDANCE WITH
MANUFACTURERS DETAILS AND
SPECIFICATIONS
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