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PROPOSED GROUND FLOOR RCP & LIGHTING LAYOUT

SCALE 1:50 @ A1

Access statement

The layouts have been drawn in accordance with

the agreed accessibility statement Version 9

UNITARY LEGEND

Existing = Black
New = Blue

- RDS 09.11.21 Initial Creation of RCP

Drawn By:

ALL MECHANICAL VENTILATION TO BE

DESIGNED BY AIR CONDITIONING

CONTRACTOR

REFER TO AC CONTRACTORS DRAWINGS

FOR ALL TECHNICAL NOTES AND

DETAILING.

AIR CONDITIONING & VENTILATION

STRUCTURAL ALTERATIONS

ELECTRICAL INSTALLATIONS

PLUMBING REQUIREMENTS

EMERGENCY PROVISIONS

PLAN HIGHLIGHTS PROPOSED LOCATIONS

OF SINK UNITS, WCs AND THE LIKE.

CONTRACTOR TO DESIGN AND INSTALL

SUPPLIES AND WASTE AS PART OF THE

CONTRACTORS DESIGN PORTION.

- ALL FIRE EXIT SIGNAGE TO BE IN

ACCORDANCE WITH B.S 5499 PART 1.

- ALL EMERGENCY LIGHTING TO BE IN

ACCORDANCE WITH B.S 5266 PART 1.

- ALL AUTOMATIC FIRE DETECTION TO BE

IN ACCORDANCE WITH B.S 5839 PART 1

(2002).

- ALL SAFETY GLAZING TO COMPLY WITH

B.S 6206 AND B.S 6262.

- ALL WORK TO COMPLY IN ACCORDANCE

WITH THE APPLICABLE LOCAL

REGULATIONS, STANDARDS AND

PUBLICATIONS.

ALL STRUCTURAL ALTERATIONS, NEW

LOAD BEARING ELEMENTS AND REMOVAL

OF WALLS ETC., TO BE CARRIED OUT IN

STRICT ACCORDANCE WITH STRUCTURAL

ENGINEERS DETAILS AND CALCULATION

SHEETS.

DEMOLITION & STRIP-OUT

REMOVE ALL WALLS WHERE NECESSARY

AS INDICATED ON PLAN AND CART AWAY

DEBRIS FROM SITE.

CONTRACTOR TO ALLOW FOR MAKING

GOOD OF ALL AREAS PRIOR TO

REDECORATION.

NOTES - SPECSAVERS DRAWINGS TO BE READ IN CONJUNCTION WITH THE SCHEDULE OF WORKS

PROVIDE AND INSTALL ALL NEW

ELECTRICAL FITTINGS AS SPECIFIED ON

LEGEND, AND TO COMPLY WITH THE '18TH

EDITION OF THE INSTITUTE OF

ELECTRICAL ENGINEERS REGULATIONS',

THE LOCAL ELECTRICITY BOARD

REQUIREMENTS AND ALL RELEVANT

BRITISH STANDARDS,CODES OF

PRACTICE,CIBSE PUBLICATION'S AND

APPROVED DOCUMENT L2B.

CONTRACTOR TO PROVIDE THE

RELEVANT CERTIFICATION UPON

COMPLETION. ALLOW FOR FINAL

LOCATION OF MULTIPOINT HEATER TO BE

DIRECTED ON SITE.

UNSWITCHED FUSED SPUR WITH

INDICATOR LIGHT SHOULD ONLY BE

INSTALLED IF SANIFLOW PUMP IS

REQUIRED.

EXISTING PARTITION OR WALL

WALL LEGEND

STANDARD STUD WALL

NBS Spec Ref: K10/125

12.5mm plasterboard taped and filled on

12mm OSB/3 either side of a

70mm metal stud

ACOUSTIC STUD WALL

NBS Spec Ref K10/128:

2no. layers of 12.5mm soundbloc plasterboard on

12mm OSB/3 on either side of a

70mm metal stud complete with resilient bar fitted to

the inside face.

WALL LININGS

NBS Spec Ref K10/155:

12.5mm Plasterboard on

12mm OSB/3 on

70mm Gypliner wall lining system

ACOUSTIC WALL LININGS

NBS Spec Ref -----

2no. layers of 12.5mm Soundbloc Plasterboard on

12mm OSB/3 on

70mm Gypliner wall lining system complete with

resilient bar to the inside face.

HALF HEIGHT / DWARF WALL

NBS Spec Ref K10:126

12.5mm Soundbloc Plasterboard on

12.5mm Plywood / sterling board on

70mm s/w timber stud.

PARTITION OR WALL REMOVED

PRODUCT WALL LINING

12.5mm Plasterboard on

18mm OSB/3 on

70mm Gypliner wall lining system

HALF

HEIGHT

WALL

LEX15243LF31258

LEX LED EXIT SIGN,1W 840,NON-DIMMING,ISO 7010

(ARROW UP)

ZZS31850LF

Mina-M 14W, 930. Narrow beam.

LED LIGHTING KEY

GT19477LF

11W G3 Pro Darklight, white bezel, colour 930

EGT19477LF

11W G3 Pro Darklight, white bezel, colour 930, Emergency

EDT16499LF31258

Large Emergency DOT 17W LED - Wall mounted

GT18413LX

G3 21W IP65 c/w Clear Glass

SPKR SPEAKER

Wifi

PUBLIC 5G WIFI ACCESS POINT

EDT16573LF31258

Mini Dot Emergency 14W LED

DOT16573LF31258

Mini Dot 14W LED

AP

CORPORATE ACCESS POINT

FOR IT ABOVE CEILING

T

SINGLE POLE SWITCH

Mounted 1200mm AFFL

ADVERTISEMENT

TIMER SWITCH

Mounted 1200mm AFFL

PULL CORD SWITCH

IP

DOT16499LF31258

Large DOT 17W LED - Wall mounted

ZZS31877

13W CafÃ© 30 Pendant c/w 830 E27 Philips Lamp

KB16106LFS31258

Kanby 37W LED Batten

EKB16106LF31258

Kanby 37W EmergencyLED Batten

RAD16405TFC940

28W Radiance

Recessed, Switch

Dim, 4000K, Ra90+

ERD16405TFC940

28W Radiance Recessed,

Switch Dim, 4000K, Ra90+,

Emergency

RAD16405LFC940

28W Radiance

Recessed, 4000K,

Ra90+

ERD16405LFC940

28W Radiance Recessed,

4000K, Ra90+, Emergency

ZZS31876

13W CafÃ© 20 Pendant c/w 830 E27 Philips Lamp

ZZS31851LF

27W Grafix, finished white, Q6 lens, colour 930

ZZS31875LF

17W Grafix, finished white, Q6 lens, colour 930

D1

D1E

GT118371TFS311433

 21W G3, white bezel, colour 940, dimmable driver

EGT19477AF

14W G3 Pro Darklight, white bezel, colour 930, dimmable

driver. Maintained emergency

M2

M1E
M1

W1

W2

P2

P1

G

GE

E1

E5

LEX15243LF31258

LEX LED EXIT SIGN,1W 840,NON-DIMMING,ISO 7010

(LEFT ARROW)

LEX15243LF31258

LEX LED EXIT SIGN,1W 840,NON-DIMMING,ISO 7010

(RIGHT ARROW)

E6

LEX15243LF31258

LEX LED EXIT SIGN,1W 840,NON-DIMMING,ISO 7010

(DOWN ARROW)

E2

F

FE

H

HE

LEX15243LF31258

LEX LED EXIT SIGN,1W 840,NON-DIMMING,ISO 7010

(FINAL EXIT)

ZZS31876

13W CafÃ© 20 Pendant c/w 830 E27 Philips Lamp

P2

DOOR REF. NUMBER

INDICATED ON DOOR SCHEDULE

OTHER SYMBOLS

SUSPENDED CEILING HEIGHT

INDICATED ON CEILING LAYOUT

2400mm

AD1

M2E

N1E

N1 HI17795AFS32509 24W Hi Style, Switch Dim Driver,

Colour 940 LED

EHI17795AF32509 24W Hi-Style, Switch Dim Driver,

Colour 940 LED, c/w 3hr Maintained Emergency

ETP19773LF

30W Thoroproof LED. Emergency

IP65

TE

D3

D3E

DIMMABLE SWITCH

Mounted 1200mm AFFL

EGT18389LX31174

21W G3, white bezel, colour 930 LED, Output driver c/w

3 hr Maintained emergency

D4E

GT18389LX31174

21W G3, white bezel, colour 930 LED, Fixed out put driver

D4

N5E

ZZS33594LF  Retail 600, Opal, Recessed, Non-dimming,

4000K, Ra90+

ZZS33594TF Retail 600, Opal, Recessed,

Switch-Dim,4000K, Ra90+

EZS33594TF Retail 600, Opal, Recessed, Switch-Dim,

4000K, Ra90+, Emergency

EZS33594LF  Retail 600, Opal, Recessed, Non-Dimming,

4000K, Ra90+, Emergency

N5

N6

N6E

DG01
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PROPOSED FIRST FLOOR RCP & LIGHTING LAYOUT

SCALE 1:50 @ A1

DISABLED WC ALARM PULL CORD

Visual alarm indicator to reception

MAINS LINKED & OPERATED

SMOKE DETECTOR

SMOKE DETECTOR WITH VOID

PROTECTION

MAINS LINKED & OPERATED

HEAT DETECTOR

FIRE ALARM SOUNDER

FIRE ALARM PANEL

EMERGENCY BREAK GLASS

POINT

FIRE/EMERGENCY FITTINGS

F

H

S

A

RIS

BG

A RDS 01.12.23 AC overlay

A/C-3,4

 Daikin FFA-35

Dimensions H260 x W575 x D575

Weight 16kg

C/U-3,4

Daikin RXM-35

Dimensions 552 x W840 x D340

Weight 32kg

Max Fuse 13amp

Sound Pressure 49dba

New Proposed Air Conditioning Schedule

A/C-9

Daikin FTXM-25

  Dimensions H295 x W778 x D272

Weight 10kg

C/U-9

Daikin RXM-25

Dimensions H552 x W840 x D340

Weight 32kg

Max Fuse size 16amp

Sound Pressure 47dba

A/C-5,6,7,8

Daikin FTXM-20

  Dimensions H295 x W778 x D272

Weight 10kg

C/U-5,6,7,8

Daikin RXM-20

Dimensions H552 x W840 x D340

Weight 32kg

Max Fuse size 10amp

Sound Pressure 47dba

A/C-10

Daikin FTXM-35

  Dimensions H295 x W778 x D272

Weight 10kg

C/U-10

Daikin RXM-35

Dimensions H552 x W840 x D340

Weight 32kg

Max Fuse size 16amp

Sound Pressure 49dba

A/C-1,2

Daikin FCAG-71

Dimensions H288 x W840 x D840

Weight 25kg

Self-Clean Grill

C/U-1,2

Daikin RZASG-71

Dimensions H870 x W1100 x D460

Weight 81kg

Max Fuse 20amp

Sound Pressure 48dba
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