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PROPOSED SERVICES

EXISTING SERVICES

ceiling pendant light fitting (IP rated in wet areas)

ceiling/soffit mounted downlight (IP rated for bathrooms/external lights)

PIR unit for external lighting

twin amp socket outlet

wall/ceiling mounted mechanical extract fan fitted with isolation switches

2

one way switch

two way switch

smoke alarm

heat detector

fused spurFS

wet system radiator (indicative size - output to suit room size)
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NOTES:

· Any discrepancies to be reported immediately.
· This drawing to be read in conjunction with all other

drawings and specifications related to the project.
· Only CONSTRUCTION or CONTRACT drawings to be

used for construction purposes.
· This drawing and its design are copyright property

of Terri Welsh Architectural Design and is not to be
reproduced without permission.

· DO NOT SCALE FROM THIS DRAWING FOR
CONSTRUCTION PURPOSES.  All site sizes to be taken
by the contractor as required and confirmed prior
to manufacture or installation.
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Ground Floor Plan

PROPOSED - GROUND FLOOR PLAN - AREA 1
SCALE     1:50

Existing drawings indicate beams and
post - all to be retained and where
casing to beams are broken, all to be
made good

Ext'g post

Where walls broken out, all
to be made good and flushProposed beams to Structural

Engineer's details and specification,
all to be clad with 15mm Type A
plasterboard to provide short duration
fire resistance.

Existing door opening blocked up with
timber studs to fit and 12.5mm
plasterboard to each face, with a
minimum density of 10kg/m².  50mm
(minimum 25mm) of mineral wool quilt
with a minimum density of 10kg/m³
suspended in the cavity for noise.
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NOTE:  REFER TO T007 WRITTEN SPECIFICATION AND
STRUCTURAL ENGINEER'S DETAILS AND SPECIFICATION

Existing radiators retained

Existing lighting simplified following
removal of suspended ceiling

Refer to T007 Written
Specification for full
details of services

Waste from proposed sink
location to be connected into
existing sink waste below floor
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