
5 5

1 1

2

2

3 3

4

4

6

67 7

8

8

TILED ROOF

TILED ROOF

TILED ROOF

TILED ROOF

TILED ROOF
TILED ROOF

TILED 
ROOF

TILED ROOF

FLAT ROOF

FLAT ROOF

FLAT ROOF

FLAT ROOF

TILED ROOF
TILED 
ROOF

TILED ROOF

ELEC

IC IC

RWP

IC

IC

IC

GULL
Y

GULL
Y

UP

1

2

3

4

5

6
7

GULL
Y

GULL
Y

SVICICCATV

IC

IC
PIPE

VENT

IC
IC

SVP

SVP

RWP

IC

RWP

GAS

IC

IC

IC

IC

SV

1

2

2

3

6

4

3

7

8

7

8
5

GROVE ROAD

1

4
6

5

NOT INCLUDED WITHIN 
REMIT OF WORKS

PLAY 
AREA 2

PLAY 
AREA 1

All of Play Area 2 
resurfaced with min. 
20mm Instant Lay 

Tarmacadam to be porous 
or with falls to link into 
existing drainage system if 
applicable. Colour: Black

All of Play Area 2 
resurfaced with min. 
20mm Instant Lay 

Tarmacadam to be porous 
or with falls to link into 
existing drainage system if 
applicable. Colour: Black

DRIVE
Patch-repaired 
tarmacadam

Removal of areas of planting

Fencing spec. to be Zaun Duo 6 Perimeter double 
wire mesh fencing with anti tamper fixings for 
secure installation, polyester powder coated leaf 
green (RAL 6002)

Single leaf pedestrian 
access gate

Fencing spec. to be Zaun Duo 6 Perimeter 
double wire mesh fencing with anti tamper 
fixings for secure installation, polyester powder 
coated leaf green (RAL 6002). RollerBarrier 
Single roll installed above fencing, colour to be 
moss green (RAL 6005)

Double leaf access gate, 
min. 1300mm opening for 
bin access. 

Double leaf pedestrian 
access gate

Fire Alarm / Security systems to be connected 
to external gates

Remove all external vegetation growth on or 
next to plots 36-46. Tree stumps to the rear 
yard areas to be removed to enable installation 
of proposed fencing and resurfacing. All 
invasive weeds and roots to be removed to 
prevent future regrowth

Make good and damage where necessary to North 
Western boundary

All exposed external wiring and cabling to be 
protected and ducted against adjacent walls. 
Cover cables with black PVC anti-vandal cable 
guard, to be screwed into brickwork

Allow for external lighting to indicative shown 
positions and to be read in conjunction with 
Outline M&E Services Strategy, 4.6 External 
Lighting ref: MEPN5960

Allow for CCTV cameras to indicative shown 
positions and to be read in conjunction with 
Outline M&E Services Strategy, 4.10 Security 
Systems ref: MEPN5960. Provide and install IP 
CCTV system, high resolution, colour fixed 
CCTV cameras, monitor and image recorder. 
Cameras and equipment linked to a NVR in the 
comms room for monitoring and recording 
CCTV images

Proposed Cycle Storage

Proposed Bin Storage

Proposed Play Areas

Play Area 1

Play Area 2

Site Plan Key

Proposed 3m High Fencing with 
Roller Barrier

Proposed 3m High Access Gate 
with Roller Barrier

Mesh netting affixed to top of new fencing and 
existing adjacent boundary walls

Proposed 3m High Fencing

External lighting

CCTV camera
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DO NOT SCALE FROM THIS DRAWING
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CONSTRUCTION

ALL STRUCTURE TO BE CONFIRMED WITH S.E.
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Proposed Fencing Plan and Location Plan
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