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175mm THK

FOUNDATION SLAB
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NEW ACO DRAIN TO 

PERIMETER OF NEW POD.
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NEW HB2 KERB TO 

PARTIALLY SURROUND POD

REFER TO DETAIL 1-1 FOR 

DETAILS.
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DIAMETER TO BE CONFIRMED, 

CONDUIT TO CONTAIN POWER AND 

CAT 5 CABLE, REFER TO CHESTER 

COMPOSITE DRAWINGS . 

CLEAN WATER 40mm DIAMETER, 

REFER TO CHESTER COMPOSITE 

DRAWINGS.

SVP 110mm DIAMETER, REFER TO 

CHESTER COMPOSITE DRAWINGS.

10mm GAP BETWEEN 

NEW KERB & FACE OF 

NEW POD UNIT.

NOTE:

POD OUTLINE SHOWN INDICATIVELY FOR 

ILLUSTRATIVE PURPOSES ONLY, REFER TO 

CHESTER COMPOSITE DRAWINGS FOR 

FULL SETTING-OUT / POD DIMENSIONS.
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FIXING TO BE CONFIRMED BY 

MANUFACTURER.
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POD TO FOUNDATION SLAB 
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NOTE:

POD OUTLINE SHOWN INDICATIVELY FOR 

ILLUSTRATIVE PURPOSES ONLY, REFER TO 

CHESTER COMPOSITE DRAWINGS FOR 

FULL SETTING-OUT / POD DIMENSIONS.

DPM TO UNDERSIDE OF 

FOUNDATION SLAB.

50mm SAND 

BLINDING ON 150mm 

DOT TYPE 1 FILL.
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BOOT: 3-H16 TOP

3-H16 BOTTOM

H10 LINKS @ 250mm C/C
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POD WALLS, REFER TO ARCHITECTS 

DESIGN AND DETAILS FOR WALL 

BUILD-UP.

175mm THK RC RAFT SLAB ON MIN.
150mm DOT TYPE 1

EXTERNAL
GROUND LEVEL 1 LAYER A252 

MESH IN TOP.

125 x 255mm HALF 

BATTERED KERB TO BS7263 

TYPE HB2.

WATERPROOF SEALANT TO 

SURROUND NEW KERB.
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C20 CONCRETE BEDDING.
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ACO DRAIN SPECIFICATION:

SCALE 1 : 25

TOILET POD - FOUNDATION 
LAYOUT

SCALE 1 : 25

TOILET POD - SECTION
A-A

SCALE 1 : 10

DE-1-1 - TYPICAL SLAB EDGE

THICKENING DETAIL
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EXISTING DRAINAGE RUN 

BELOW PROPOSED POD.

NOTE:

POD OUTLINE SHOWN INDICATIVELY FOR 

ILLUSTRATIVE PURPOSES ONLY, REFER TO 

CHESTER COMPOSITE DRAWINGS FOR 

FULL SETTING-OUT / POD DIMENSIONS.

NOTE: 

SLAB DESIGN ON LOW 

MODULUS SUBGRADE.

DPM TO UNDERSIDE OF 

FOUNDATION SLAB.

50mm SAND 

BLINDING ON 150mm 

DOT TYPE 1 FILL.

ACO INVERT CHANNEL AND 

GRATING.

C20 CONCRETE 

BEDDING.

NOMINAL FALL AT DOOR 

THRESHOLD TOWARD ACO DRAIN.
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ACO DRAIN SPECIFICATION:

SCALE 1 : 25

TOILET POD - SECTION

B-B

SCALE 1 : 5

DE-2-2 - TYPICAL ACO DRAIN

DETAIL AT DOOR THRESHOLD
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