
Grey fireclay ridge tiles.

Natural slated finish to pitched roofs

Re-use boundary cope.

100 halfround aluminum gutters with
gutter strap brackets at 600mm crs and
68mm dia aluminum downpipes

Second hand natural granite finish to
walls

Take down existing leaning boundary
wall and re-build existing granite pinning
wall

Take down existing lean-to outbuildings
to boundary and make good boundary
wall and finish with grey cement render.

Timber triple glazed passiv windows
finished in RAL 7044

Timber Glulam structure to support
covered car parking space
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PROPOSED HOUSE
FFL 88.470m

LEVEL
88.200m

LEVEL
88.440m

LEVEL
89.130m

Lintels of the 3no windows within the
stone wall raised closer to eaves level

Low wall removed and boundary line in
front of house to be delineated by 2 lines
of stones/cobbles at 100mm above
ground level
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Grey fireclay ridge tiles.

Natural slated finish to pitched roofs

Solar thermal roof panels

Re-use boundary cope.

100 halfround aluminum gutters with
gutter strap brackets at 600mm crs and
68mm dia aluminum downpipes

Second hand natural granite finish
returned round gables

Take down existing lean-to outbuildings
to boundary and make good boundary
wall and finish with grey cement render.

Timber cladding to rear elevations

Timber triple glazed passiv windows
finished in RAL 7044

Matching sliding doors

Solar PV panels 4kw system

LEVEL
89.040m

LEVEL
88.700m

LEVEL
88.390m

PROPOSED HOUSE
FFL 88.470m
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Grey fireclay ridge tiles.

Natural slated finish to pitched roofs

Blue engineering brick feature chimney
and inset fire for external stove

Light grey single ply membrane roof
finish to flat section

Timber larch cladding to walls

Timber triple glazed passiv door and side
screens finished in dark grey

Second hand natural granite finish
returned round gables

Existing 1st floor
Bedroom bay window
to have centre
window fitted with
obscure film for
overlooking by the
owner/applicant
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EXISTING HOUSE
FFL 88.700mPROPOSED HOUSE

FFL 88.470m
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Grey fireclay ridge tiles.

Natural slated finish to pitched roofs

Blue engineering brick feature chimney
and inset fire for external stove

Light grey single ply membrane roof
finish to flat section

Timber cladding to walls

Timber triple glazed passiv windows
finished in dark grey
Matching sliding doors

Re-use boundary cope.

Take down existing leaning boundary
wall and re-build existing granite pinning
wall

Second hand natural granite finish
returned round gable

EXISTING HOUSE
FFL 88.700m PROPOSED HOUSE

FFL 88.470m

New 1.8m high close
boarded timber boundary
fence

Grey fireclay ridge tiles.

Natural slated finish to pitched roofs

Blue engineering brick feature chimney
and inset fire for external stove

Light grey single ply membrane roof
finish to flat section

Timber larch cladding to walls

Timber triple glazed passiv door and side
screens finished in dark grey

Second hand natural granite finish
returned round gables

Proposed Site Section

Existing 1st floor
Bedroom bay window
to have centre
window fitted with
obscure film for
overlooking by the
owner/applicant
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Material Palatte
Walls

Natural second hand granite
Timber cladding

Roof
Grey fireclay ridge tile

Natural Slate finish
Light grey single ply membrane

Windows
Timber

Doors
Timber

Rain Water Goods
Aluminum colour grey
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