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Planning Condition 03 Proposed External Materials - December 2023
R U F F A R C H I T E C T S

Proposed Brick Types:

• Weinerberger Dakota Red Multi - red tone 

• Weinerberger Washington Red Multi - orange/red tone

• Camtech All White Bromo

Mortar:

• Cemex Tudor Brown Light

Window Frame Colour: Velfac Energy 200

• RAL 8019 Dark Brown Bronze

Vertical Metal Bar Projecting Balcony Balustrade Colour:

• RAL 8019 Dark Brown Bronze

Vertical Metal Bar Juliet Balcony Balustrade Colour:

• RAL 8019 Dark Brown Bronze

Louvred Screens:

• RAL 8019 Dark Brown Bronze

Lintels:

Proposed External Materials

Cemex Tudor Brown LightFlat Metal Bar 
Balustrade Colour

RAL 8019 Dark Brown 
Bronze

Colour matched 
precast lintel to 
match brickwork

Brick Type 01:
Weinerberger Dakota Red Multi

Brick Type 02:
Weinerberger Washington Red Multi

Brick Type 03:
Camtech All White Bromo



Planning Condition 03 Proposed External Materials - December 2023
R U F F A R C H I T E C T S

Site Brickwork Sample

Red Brick Type B: English Bond With Projecting Headers - 
Weinerberger Washington Red Multi

Red Brick Type A: English Bond With Projecting Headers - 
Weinerberger Dakota Red Multi

Red Brick Type A: Stretcher Bond - Weinerberger Dakota Red 
Multi

Brick Type B & C: English Bond With Flush Glazed Brick Headers 
- Weinerberger Washington Red Multi and Arabia Brown Glazed

Red Brick Type B: Stretcher Bond - Weinerberger Washington 
Red Multi

Brick Type D: English Bond With Projecting Headers - Camtech 
All White Bromo

1mx1m site brick sample panel for Guildford Planning review and discharge.

KEY:

Brick and Precase Elements

01. EWT-1a - Red Brick Type A - Stretcher Bond - Weinerberger 
Dakota Red Multi

02. EWT-1b - Red Brick Type A - English Bond With Projecting 
Headers -Weinerberger Dakota Red Multi

03.  EWT-1c - Red Brick Type B - Stretcher Bond - Weinerberger 
Washington Red Multi

04. EWT-1d - Red Brick Type B - English Bond With Projecting 
Headers - Weinerberger Washington Red Multi

05. EWT-1e - Brick Type B and C - English Bond With Flush Glazed 
Brick Headers - Weinerberger Washington Red Multi and Arabia 
Brown Glazed

06. EWT-1f - Brick Type D - English Bond With Projecting 
Headers - Camtech All White Bromo

07. LNT A-E - Brown Pigmented Precast Lintel to Match Brickwork

Windows and Balcony Doors

08. Metal Framed Windows - RAL8019 Dark Brown Bronze

09. Metal Balconies/Juliette - RAL8019 Dark Brown Bronze

10. Metal Spandrel - RAL8019 Dark Brown Bronze

Roof Elements

11. RT-A - Clay Tile Roof - Dreadnought Rustic Red

12. RT-B - Clay Tile Roof - Dreadnought Rustic Country Brown

Additional Items

13. Metal Gutters and Rainwater Goods - PPC RAL 8019 Dark 
Brown Bronze

14. Louvred Screen - PPC RAL 8019 Dark Brown Bronze

15. External Balcony Soffit Finish - Aluminium Clad Soffit Board RAL 
8019 Dark Brown Bronze

16. Louvred Mechanical Extract Vents - PPC RAL 8019 Dark 
Brown Bronze

Bay studies are shown for Block A, B, C & D - identical aesthetic, 
features and construction applies to all blocks. Only exemption is the 
use of a different brick type and colour layout between the buildings 
(& levels)
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NOTES:

* For detailed window schedule and manufacturer drawings please 
refer to window manufacturer drawings

** For detailed balcony schedule and drawings please refer to 
balcony manufacturer drawings
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issued in an uncontrolled CAD format to enable others to use it as background 
information to make alterations and/or additions. In that instance the file will be 
accompanied by a PDF version. It is for those making such alterations and 
additions to ensure that they make use of current background information. RA 
accepts no liability for any such alterations or additions to thebackground 
information or arising out of changes to background information which occur 
prior to alterations of additions being made.
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Block D Bay Study Long Elevation 02

Guildford Plaza

1173-RA-BD-ZZ-DR-A-05-501

PLANNING

A
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D
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OUTSIDE

 1 : 20
Block D Bay Elevation 02 - Level UGF - 011  1 : 20

Block D Bay Section 02 - Level UGF - 012

 1 : 20
Block D Bay Plan 02 - Level 013
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KEY:

Brick and Precase Elements

01. EWT-1a - Red Brick Type A - Stretcher Bond - Weinerberger 
Dakota Red Multi

02. EWT-1b - Red Brick Type A - English Bond With Projecting 
Headers -Weinerberger Dakota Red Multi

03.  EWT-1c - Red Brick Type B - Stretcher Bond - Weinerberger 
Washington Red Multi

04. EWT-1d - Red Brick Type B - English Bond With Projecting 
Headers - Weinerberger Washington Red Multi

05. EWT-1e - Brick Type B and C - English Bond With Flush Glazed 
Brick Headers - Weinerberger Washington Red Multi and Arabia 
Brown Glazed

06. EWT-1f - Brick Type D - English Bond With Projecting 
Headers - Camtech All White Bromo

07. LNT A-E - Brown Pigmented Precast Lintel to Match Brickwork

Windows and Balcony Doors

08. Metal Framed Windows - RAL8019 Dark Brown Bronze

09. Metal Balconies/Juliette - RAL8019 Dark Brown Bronze

10. Metal Spandrel - RAL8019 Dark Brown Bronze

Roof Elements

11. RT-A - Clay Tile Roof - Dreadnought Rustic Red

12. RT-B - Clay Tile Roof - Dreadnought Rustic Country Brown

Additional Items

13. Metal Gutters and Rainwater Goods - PPC RAL 8019 Dark 
Brown Bronze

14. Louvred Screen - PPC RAL 8019 Dark Brown Bronze

15. External Balcony Soffit Finish - Aluminium Clad Soffit Board RAL 
8019 Dark Brown Bronze

16. Louvred Mechanical Extract Vents - PPC RAL 8019 Dark 
Brown Bronze

Bay studies are shown for Block A, B, C & D - identical aesthetic, 
features and construction applies to all blocks. Only exemption is the 
use of a different brick type and colour layout between the buildings 
(& levels)
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NOTES:

* For detailed window schedule and manufacturer drawings please 
refer to window manufacturer drawings

** For detailed balcony schedule and drawings please refer to 
balcony manufacturer drawings
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issued in an uncontrolled CAD format to enable others to use it as background 
information to make alterations and/or additions. In that instance the file will be 
accompanied by a PDF version. It is for those making such alterations and 
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Block D Bay Study Long Elevation 01

Guildford Plaza

1173-RA-BD-ZZ-DR-A-05-500

PLANNING

A

B

C

D

 1 : 20
Block D Bay Elevation 01 - Level GF - UGF1  1 : 20

Block D Bay Section 01 - Level GF - UGF2

INSIDE

OUTSIDE

 1 : 20
Block D Bay Plan 01 - UGF3
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KEY:

Brick and Precase Elements

01. EWT-1a - Red Brick Type A - Stretcher Bond - Weinerberger 
Dakota Red Multi

02. EWT-1b - Red Brick Type A - English Bond With Projecting 
Headers -Weinerberger Dakota Red Multi

03.  EWT-1c - Red Brick Type B - Stretcher Bond - Weinerberger 
Washington Red Multi

04. EWT-1d - Red Brick Type B - English Bond With Projecting 
Headers - Weinerberger Washington Red Multi

05. EWT-1e - Brick Type B and C - English Bond With Flush Glazed 
Brick Headers - Weinerberger Washington Red Multi and Arabia 
Brown Glazed

06. EWT-1f - Brick Type D - English Bond With Projecting 
Headers - Camtech All White Bromo

07. LNT A-E - Brown Pigmented Precast Lintel to Match Brickwork

Windows and Balcony Doors

08. Metal Framed Windows - RAL8019 Dark Brown Bronze

09. Metal Balconies/Juliette - RAL8019 Dark Brown Bronze

10. Metal Spandrel - RAL8019 Dark Brown Bronze

Roof Elements

11. RT-A - Clay Tile Roof - Dreadnought Rustic Red

12. RT-B - Clay Tile Roof - Dreadnought Rustic Country Brown

Additional Items

13. Metal Gutters and Rainwater Goods - PPC RAL 8019 Dark 
Brown Bronze

14. Louvred Screen - PPC RAL 8019 Dark Brown Bronze

15. External Balcony Soffit Finish - Aluminium Clad Soffit Board RAL 
8019 Dark Brown Bronze

16. Louvred Mechanical Extract Vents - PPC RAL 8019 Dark 
Brown Bronze

Bay studies are shown for Block A, B, C & D - identical aesthetic, 
features and construction applies to all blocks. Only exemption is the 
use of a different brick type and colour layout between the buildings 
(& levels)
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NOTES:

* For detailed window schedule and manufacturer drawings please 
refer to window manufacturer drawings

** For detailed balcony schedule and drawings please refer to 
balcony manufacturer drawings
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issued in an uncontrolled CAD format to enable others to use it as background 
information to make alterations and/or additions. In that instance the file will be 
accompanied by a PDF version. It is for those making such alterations and 
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Block D Bay Study Long Elevation 01

Guildford Plaza

1173-RA-BD-ZZ-DR-A-05-500

PLANNING

A

B

C

D

 1 : 20
Block D Bay Elevation 01 - Level GF - UGF1  1 : 20

Block D Bay Section 01 - Level GF - UGF2

INSIDE

OUTSIDE

 1 : 20
Block D Bay Plan 01 - UGF3

rev date notes drawn checked
P01 XX.XX.XX ISSUED FOR PLANNING LF LAG

KEY:

Brick and Precase Elements

01. EWT-1a - Red Brick Type A - Stretcher Bond - Weinerberger 
Dakota Red Multi

02. EWT-1b - Red Brick Type A - English Bond With Projecting 
Headers -Weinerberger Dakota Red Multi

03.  EWT-1c - Red Brick Type B - Stretcher Bond - Weinerberger 
Washington Red Multi

04. EWT-1d - Red Brick Type B - English Bond With Projecting 
Headers - Weinerberger Washington Red Multi

05. EWT-1e - Brick Type B and C - English Bond With Flush Glazed 
Brick Headers - Weinerberger Washington Red Multi and Arabia 
Brown Glazed

06. EWT-1f - Brick Type D - English Bond With Projecting 
Headers - Camtech All White Bromo

07. LNT A-E - Brown Pigmented Precast Lintel to Match Brickwork

Windows and Balcony Doors

08. Metal Framed Windows - RAL8019 Dark Brown Bronze

09. Metal Balconies/Juliette - RAL8019 Dark Brown Bronze

10. Metal Spandrel - RAL8019 Dark Brown Bronze

Roof Elements

11. RT-A - Clay Tile Roof - Dreadnought Rustic Red

12. RT-B - Clay Tile Roof - Dreadnought Rustic Country Brown

Additional Items

13. Metal Gutters and Rainwater Goods - PPC RAL 8019 Dark 
Brown Bronze

14. Louvred Screen - PPC RAL 8019 Dark Brown Bronze

15. External Balcony Soffit Finish - Aluminium Clad Soffit Board RAL 
8019 Dark Brown Bronze

16. Louvred Mechanical Extract Vents - PPC RAL 8019 Dark 
Brown Bronze

Bay studies are shown for Block A, B, C & D - identical aesthetic, 
features and construction applies to all blocks. Only exemption is the 
use of a different brick type and colour layout between the buildings 
(& levels)
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NOTES:

* For detailed window schedule and manufacturer drawings please 
refer to window manufacturer drawings

** For detailed balcony schedule and drawings please refer to 
balcony manufacturer drawings
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Do not scale from this drawing. All dimensions to be checked on site by the 
contractor and such dimensions to be his responsibility. Report all drawing 
errors, omissions and  discrepancies  to  the  architect. This document may be 
issued in an uncontrolled CAD format to enable others to use it as background 
information to make alterations and/or additions. In that instance the file will be 
accompanied by a PDF version. It is for those making such alterations and 
additions to ensure that they make use of current background information. RA 
accepts no liability for any such alterations or additions to thebackground 
information or arising out of changes to background information which occur 
prior to alterations of additions being made.
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 1 : 20
Block A Bay Elevation 02 - Level LGF - GF1  1 : 20

Block A Bay Section 02 - Level LGF - GF2

 1 : 20
Block A Bay Plan 02 - Level GF3

rev date notes drawn checked
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KEY:

Brick and Precase Elements

01. EWT-1a - Red Brick Type A - Stretcher Bond - Weinerberger 
Dakota Red Multi

02. EWT-1b - Red Brick Type A - English Bond With Projecting 
Headers -Weinerberger Dakota Red Multi

03.  EWT-1c - Red Brick Type B - Stretcher Bond - Weinerberger 
Washington Red Multi

04. EWT-1d - Red Brick Type B - English Bond With Projecting 
Headers - Weinerberger Washington Red Multi

05. EWT-1e - Brick Type B and C - English Bond With Flush Glazed 
Brick Headers - Weinerberger Washington Red Multi and Arabia 
Brown Glazed

06. EWT-1f - Brick Type D - English Bond With Projecting 
Headers - Camtech All White Bromo

07. LNT A-E - Brown Pigmented Precast Lintel to Match Brickwork

Windows and Balcony Doors

08. Metal Framed Windows - RAL8019 Dark Brown Bronze

09. Metal Balconies/Juliette - RAL8019 Dark Brown Bronze

10. Metal Spandrel - RAL8019 Dark Brown Bronze

Roof Elements

11. RT-A - Clay Tile Roof - Dreadnought Rustic Red

12. RT-B - Clay Tile Roof - Dreadnought Rustic Country Brown

Additional Items

13. Metal Gutters and Rainwater Goods - PPC RAL 8019 Dark 
Brown Bronze

14. Louvred Screen - PPC RAL 8019 Dark Brown Bronze

15. External Balcony Soffit Finish - Aluminium Clad Soffit Board RAL 
8019 Dark Brown Bronze

16. Louvred Mechanical Extract Vents - PPC RAL 8019 Dark 
Brown Bronze

Bay studies are shown for Block A, B, C & D - identical aesthetic, 
features and construction applies to all blocks. Only exemption is the 
use of a different brick type and colour layout between the buildings 
(& levels)
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NOTES:

* For detailed window schedule and manufacturer drawings please 
refer to window manufacturer drawings

** For detailed balcony schedule and drawings please refer to 
balcony manufacturer drawings
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contractor and such dimensions to be his responsibility. Report all drawing 
errors, omissions and  discrepancies  to  the  architect. This document may be 
issued in an uncontrolled CAD format to enable others to use it as background 
information to make alterations and/or additions. In that instance the file will be 
accompanied by a PDF version. It is for those making such alterations and 
additions to ensure that they make use of current background information. RA 
accepts no liability for any such alterations or additions to thebackground 
information or arising out of changes to background information which occur 
prior to alterations of additions being made.
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Block D Bay Study Long Elevation 03
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 1 : 20
Block D Bay Elevation 03 - Level UGF - 011  1 : 20

Block D Bay Section 03 - Level UGF - 012

 1 : 20
Block D Bay Plan 03 - Level 013
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KEY:

Brick and Precase Elements

01. EWT-1a - Red Brick Type A - Stretcher Bond - Weinerberger 
Dakota Red Multi

02. EWT-1b - Red Brick Type A - English Bond With Projecting 
Headers -Weinerberger Dakota Red Multi

03.  EWT-1c - Red Brick Type B - Stretcher Bond - Weinerberger 
Washington Red Multi

04. EWT-1d - Red Brick Type B - English Bond With Projecting 
Headers - Weinerberger Washington Red Multi

05. EWT-1e - Brick Type B and C - English Bond With Flush Glazed 
Brick Headers - Weinerberger Washington Red Multi and Arabia 
Brown Glazed

06. EWT-1f - Brick Type D - English Bond With Projecting 
Headers - Camtech All White Bromo

07. LNT A-E - Brown Pigmented Precast Lintel to Match Brickwork

Windows and Balcony Doors

08. Metal Framed Windows - RAL8019 Dark Brown Bronze

09. Metal Balconies/Juliette - RAL8019 Dark Brown Bronze

10. Metal Spandrel - RAL8019 Dark Brown Bronze

Roof Elements

11. RT-A - Clay Tile Roof - Dreadnought Rustic Red

12. RT-B - Clay Tile Roof - Dreadnought Rustic Country Brown

Additional Items

13. Metal Gutters and Rainwater Goods - PPC RAL 8019 Dark 
Brown Bronze

14. Louvred Screen - PPC RAL 8019 Dark Brown Bronze

15. External Balcony Soffit Finish - Aluminium Clad Soffit Board RAL 
8019 Dark Brown Bronze

16. Louvred Mechanical Extract Vents - PPC RAL 8019 Dark 
Brown Bronze

Bay studies are shown for Block A, B, C & D - identical aesthetic, 
features and construction applies to all blocks. Only exemption is the 
use of a different brick type and colour layout between the buildings 
(& levels)
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NOTES:

* For detailed window schedule and manufacturer drawings please 
refer to window manufacturer drawings

** For detailed balcony schedule and drawings please refer to 
balcony manufacturer drawings
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Planning Condition 03 Proposed External Materials - December 2023
R U F F A R C H I T E C T S

Window and Balcony Precedents

Design Precedent A

Projecting Balconies: Vertical Flat Metal Bar Balustrade

Proposed Colour

PPC RAL 8019 Dark Brown Bronze

Design Precedent C

Juliet Balconies: Vertical Flat Metal Bar Balustrade

Design Precedent C

Window Frames and Sprandels

Proposed Colour to match adjacent brick

PPC RAL 8019 Dark Brown Bronze

Proposed Colour to match adjacent brick

PPC RAL 8019 Dark Brown Bronze



Planning Condition 03 Proposed External Materials - December 2023
R U F F A R C H I T E C T S

Roof Precedents

Design Precedent A

Roof Type A

Design Precedent A

Louvred Screens

Proposed Colour

Dreadnought Rustic Red

Proposed Colour

PPC RAL 8019 Dark Brown Bronze

Design Precedent C

Roof Type B

Proposed Colour to match adjacent brick

Dreadnought Rustic Country Brown


