
OUTSIDE INSDIE

Polysulphide mastic pointing

UPVC window/door to achieve u-value of 1.4W/m2K

15mm Gyproc plasterboard
Vapour barrier

Sealant around window frame
Trickle ventilation

50mm Air Cavity
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18mm MDF sill board

15mm MDF Apron board

IKO ALU Vapour control layer

15mm MDF Skirting board
22mm Moisture resistant MDF floor boards to align
with FFL of existing house

Weak mix concrete cavity fill

100mm concrete block

Perp end vents 900c to match existing

DPC 150mm min above external
ground level.

Wall ties

Newstonework to match existing
and toothed into existing wall

NEW FL

between stone block joints

140 mm TIMBER FRAME WITH 140mm IKO ALU INSULATION

CONTRACTOR TO ENSURE THAT 
FLOOR LEVELS ALIGN AND THAT

Precast concrete cill
15mm GYPROC PLASTERBOARD (AMES TAPED AND FILLED / SANDED / PAINTED)

CILL LEVELS ALIGN WITH EXISTING
LOUNGE

160 (2 X 80mm) Kingspan K103
Floor Insulation Board
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Note: The contractor will be held to have examined the site and
determined all dimensions and levels before commencing
construction work. No assumption should be made without
reference to the architect. No dimensions should be scaled from
drawing.
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