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12,000mm2 Trickle Vent
GLAZING

ALL GLAZING TO FULLY COMPLY
WITH BS6262: 2005 & TO BE
TOUGHENED WHERE LESS THAN
800MM FROM FLOOR LEVEL IN
ACCORDANCE WITH BS 6262 Part 4:
2018.
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WHITE UPVC DOUBLE GLAZED
WINDOW

TYPICAL WINDOW JAMB &
CORNER DETAIL 1:10

DAMCOR INSULATING DPC
OR EQUAL & APPROVED

UPVC DOUBLE GLAZED
WINDOW

MASTIC SEAL

DPC

RECONSTITUTED
CONCRETE CILL
WITH DPC BEHIND

ALL WINDOWS &
DOORS TO BE
DOUBLE GLAZED
UPVC, TOUGHENED
GLASS WHERE
REQUIRED. WINDOW
TO ACHIEVE A
MAXIMUM U-VALUE
OF 1.4 W/M²K

SEALANT TO FRONT
AND BACK OF
FRAME/SILL

PV

AIR TIGHTNESS TAPE AND
SEALANT TO BACK OF FAME COMPRESSIBLE

FILLER BETWEEN
WINDOW AND CILL

RIGID INSULATION
WINDOW/DOOR REVEAL.

RIGID INSULATION
WINDOW/DOOR REVEAL.

TIMBER PACKER TO WINDOW
CILLON DPC

AIR TIGHTNESS TAPE AND
SEALANT TO BACK OF FAME

ROBESLEE TYPE E (100X100)
CONCTERE LINTEL INSTALLED
TO SUIT WALL THICKNESS,
WITH MIN 150MM END
BEARING EACH SIDE

FINISHED EXTERNALLY WITH
BRICK SLATS TO MATCH
EXISTING

WINDOW HEAD AND CILL
TYPICAL DETAIL 1:10

NEW WINDOW TO STAFF
ROOM/OFFICE AT KEYSTORE 36
MAIN STREET DOUNE FK16 6BJ

AS NOTED @ A1

PROPOSED DRAWING

PIA RETAIL LTD

BW01

KS/11/23
BUILDING TO WARRANT ISSUE

AutoCAD SHX Text
client

AutoCAD SHX Text
drawing

AutoCAD SHX Text
drg no.

AutoCAD SHX Text
scale

AutoCAD SHX Text
project

AutoCAD SHX Text
rev no.

AutoCAD SHX Text
drawn


	Sheets and Views
	BW01


