
Ground floor kitchen extract ducting
from 250x550mm flat duct riser to
be run to terminate through roof
below parapet.

High Velocity Jet Cowl.
Size to be confirmed by
Black Jacket.

AAV terminated in
attic min. 200mm
above highest drain

AAV terminated in attic
min. 200mm above
highest drain

Contractor to confirm type of any existing
insulation. Additional layer is to match.
If no insulation is present, Rockwool
insulation batts to be laid bettwen joist with
additional layer over to be laid
perpendicularly to joist direction.

Ensuite extract
at ceiling level

Ensuite extract
at ceiling level

Ensuite extract
at ceiling level

Max. 1000 Max. 1000

(Extract vent
through roof tile) (Extract vent

through roof tile)

(Extract vent
through roof tile)

Ensuite extract at ceiling
level (To vent straight up
& through roof)

AAV terminated in
attic min. 200mm

above highest drain

Ensuite extract
at ceiling level

Extract vents through roof
tiles (concealed by parapet)

Air conditioning unit positioned
within false ceiling over ensuite

and ducted to vent into
bedroom.

Air conditioning unit positioned
within false ceiling over ensuite and
ducted to vent into bedroom.

Air conditioning units
positioned within false
ceiling over ensuite and
ducted to vent into
bedroom.

Air conditioning unit positioned
within false ceiling over ensuite and
ducted to vent into bedroom.

Air conditioning pipework to be run
above false ceiling from individual
cassettes in suites to external units
on flat roof (See plan 02). (Pipework
is shown diagrammatically)

Condensation traps to all
extract ducting above insulation

level in attic over 1m in length.
pipes to run to nearest soil pipe.

New loft hatch through existing
ceiling  Size TBC on site.

2400x1200mm sheets of 22mm
chipboard / plywood boarded
access for maintenance.

07
(59)613

Air conditioning pipework to be capped
off above ceiling in BF.02

(R2F020BD10) for potential future use.

Ensuite extract
at ceiling level

Ensuite extract at ceiling
level (To vent straight up
& through roof tile)

Max. 1000

(Extract vent
through roof

tile)

Contractor to confirm type of any existing
insulation. Additional layer is to match.

If no insulation is present, Rockwool
insulation batts to be laid bettwen joist with

additional layer over to be laid
perpendicularly to joist direction.

SVP (Run
horizontally to roof

tile vent)
SVP to be terminated in
roof tile positioned to be
concealed by chimney
stack.

M
ax. 1000

M
ax. 1000

Moveable platforn to access flat
roof.

Fall arrest guarding to be provided
between parapet and external wall.
Ironwork to be used. Final design by
contractor.

Existing flat roof finish to be
carefully removed and replaced with
new asphalt.
Existing buildup to be confirmed
by contractor on site.

Ensuite extract
at ceiling level

Ensuite extract
at ceiling level

(Extract vent
through roof

tile)

(Extract vent
through roof

tile)

Assumed Masonry wall:
Access through attic space

to be confirmed by
contractor on site

Fall arrest to be allowed for to this
area of roof for maintenance.

M
ax. 1000

(Extract vent
through roof

tile)

FF Ensuite extract
at ceiling level

SVP to drop in boxing at FF level from roof void. SVP
to run within SF floor and Terminated @ SF with AAV
within boxing min. 200mm above highest drain

Air conditioning units (2no to serve FF
banquet hall and GF lounge / dancing / club

room. 2no to serve phase 3 hotel suites).
Units to be mounted to flat roof on

antivibration feet. Exact detail to be
confirmed by contractor on site.

D.60
(21)621

Existing wall (separating
hallway and bedrooms) to be

lined to achieve 60min fire
resistance. See detail D.60.

Comms

Water supply

Gas Supply

New below ground duct

W

G

SERVICES KEY

Electric supplyE

Air conditioning pipework

Drainage pipework

0 1m 2m 4m

NOTES

· All dimensions and levels are to be checked on site.

· Any discrepancies are to be reported to the Wighton Architects Ltd
before any work commences.

· This drawing shall not be scaled to ascertain any dimensions. Work
to figured dimensions only.

· This drawing shall not be reproduced without express written
permission from Wighton Architects Ltd.

· Title overlay drawings and ownership boundaries are produced using
all reasonable endeavors. Wighton Architects Ltd cannot be
responsible for the accuracy or scale discrepancy of base plans
supplied to them.
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