
Opening Doors Together®

Gliderol Insulated
Roller Doors



SPACE-SAVING, SAFE AND MADE-TO-MEASURE

For over 3 decades GLIDEROL have been manufacturing quality 
and reliable roller garage doors in the UK.  Made from the very best 
components, equipped with state-of-the-art technology, safety 
features and equipment, the doors require little maintenance  
and are a safe investment.

GLIDEROL garage doors travel vertically and provide more clearance 
inside and outside of the garage when compared to conventional  
up-and-over, as well as sectional and swing doors. The doors can  
be opened conveniently even with the car parked directly in front  
or behind it.

ROLLER GARAGE DOORS
BY GLIDEROL



Excellent weather resistance  
with a rubber compression seal 
to the bottom of the door and a 
brush strip within the guides.

The main image shows a door with a full box option and a  
cut-away to show the motor end and the manual crank in 
position. The motors have ample power to lift the door  
smoothly and quietly and once set up will operate reliably  
for years. 

Gliderol Insulated 
Roller Doors take up very little 
space inside your garage. The standard 
configuration, using 77mm foam filled lath, requires 
300mm of headroom and is supplied with 70 or 90mm guides 
depending on specification. 

Gliderol Insulated Roller Door
Insulated Automatic Roller Door
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Gliderol Insulated Roller door is fitted with easy to use, 
state-of-the-art drive technology allowing the door 
to be opened or closed by means of a compact hand 
transmitter or wall mounted control box.

SAFE

EASY TO OPERATE

For doors without any other entrance 
door, there is a lockable emergency 
release to be operated from outside.

Emergency release

The door reverses automatically 
should the downward movement of 
the door be restricted.

Safety

The risk of another handset using the 
same code is eliminated as the 
transmitter uses a different  
code from one of two billion  
after every operation.

Security

Noise is reduced as the motor is 
housed entirely within the roll  
of the door giving a quiet and  
smooth performance.

Quiet Operation

Lights your garage for up to  
90 seconds after the motor is  
activated allowing you to drive 
into an illuminated garage.

Automatic Light
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Handset style to match the leading  
car manufacturers
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Secured by Design
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Fixing Options

Box End Details

Note: A portion of the bottom rail will be
visible below the top rail of the opening when 

the door is in the open position. * Compact version

Note: Full and half boxes are available to match painted coloured door curtain. 
Vandyke Brown boxes are supplied as standard for laminated door curtain. 
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All other RAL Colours are available - Price on application
A Note Concerning Colours: Door guides are available in colours matching the door curtain except laminate door colours (supplied in brown). Coloured guide rails are supplied as standard,  
however they may not exactly match the lath colour. The manufacturing process for the lath profile results in a textured finish, whilst all other coloured items (guides, bottom laths, lock laths, 
optional fascias and vision panels) are supplied in a satin finish so cannot be guaranteed to match exactly. Over time, some scuffing may occur on front and rear surfaces of doors as a result of 
their normal operation.

Irish Oak

NEW Painted finishes  
(woodgrain eggshell finish):

Golden Oak

Laminate finishes
(woodgrain textured finish):

Rosewood Irish Oak Golden Oak Mahogany Rosewood White Black Anthracite

Painted finishes (eggshell finish):

White
RAL 9016

Grey
RAL 7038

Black
RAL 9011

Anthracite
RAL 7016

Dark Blue
RAL 5011

Duck Egg Blue
BS 16C 33

Moss Green
RAL 6005

Green Fir
RAL 6009

Chartwell Green
BS 14C 35

Brown
RAL 8014

Purple Red
RAL 3004

Light Ivory
RAL 1015

Cream
RAL 9001



Presented by:

QUALITY PRODUCTS MADE IN THE UK

GLIDEROL GARAGE AND 
INDUSTRIAL DOORS LTD.

Bay 5 Eastfield Industrial Estate, Penicuik, Edinburgh, EH26 8HA, 
Scotland, Telephone: 01968671681, Email: info@directdoors.com




