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CLIENT
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DRAWING DESCRIPTION

Proposed scheme B 
Ground floor Plan

PROJECT
Alterations to church Building 
at 42 Reads Ave
Blackpool FY1 4DE

2023-1638-06c

renew front and side windows to 
be anthracite grey and have 
bottom section top hung 
sashes with obscure glazing

Brick up part of existing 
window opening
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Change doors to bi-fold doors

utility 
room

replace doors with 
anthracite gray 
obscure glazed 
window screen

Move gates to rear 
of pillar so 
they can open 
through 180 deg.
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REVISIONS
A - client alterations 12/12/23
B - Amendments 15/12/23
C - Materials added 20/12/23

replace doors with single wide door
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Construct new 
concrete ramp with 
level platforms 
as shown

New metal hand rail 
on top of dwalf wall

Galvanised metal round handrail to finish 900mm min above level of ramp

brick to match existing, dwarf wall approx 450 high

Handrail securely fixed to dwarf wall

Section through ramp and handrail detail

New anthracite grey
door and frame 
with lintel over
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Dawn Hare
HNC Building

36 Balderstone Road
Freckleton
Preston PR4 1YL 

Tel: 01772 462763
Mobile: 07960 119040
Email: Dawn Hare64@gmail.com
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This drawing is to be read in conjunction with all other 
related drawings and documents.
The Contractor is to check and verify all dimensions on 
site prior to ordering materials or commencement of the 
construction works.
The designer should be contacted immediately if 
assumptions used in the design and drawing preparations 
differ to that found on site.
No drawing files will be made available to the customer or 
any third party. The design is restricted to the site it is 
intended for only.


