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THIS DRAWING IS TO BE USED ONLY FOR
THE PURPOSE OF ISSUE AND IS SUBJECT
TO AMENDMENT

SAFETY, HEALTH AND ENVIRONMENTAL
INFORMATION BOX

IT IS ASSUMED THAT ALL WORKS INDICATED ON THIS DRAWING
WILL BE CARRIED OUT BY A COMPETENT CONTRACTOR WORKING
TO AN APPROPRIATE METHOD STATEMENT.

NOTES

1. ALL DIMENSIONS ARE IN MILLIMETERS UNLESS
NOTED OTHERWISE.

2. IF RECEIVED ELECTRONICALLY, IT IS THE
RECIPIENT'S RESPONSIBILITY TO PRINT TO THE
CORRECT SCALE. ONLY THE DIMENSIONS STATED
ARE TO BE USED.

3. THIS DRAWING IS INDICATIVE ONLY. CONTRACTOR
TO ALLOW FOR ALL FINAL SITE CO-ORDINATION AND
SETTING OUT.

4. CONTRACTOR TO ALLOW FOR FINAL SIZING AS
DETERMINED BY FINAL PLANT POSITIONING AND
DUCTWORK RUNS.

5. CONTRACTOR TO ALLOW TO POWER ALL NEW
PLANT FROM LOCAL DISTRIBUTION BOARD.

6. CONTRACTOR SHALL ALLOW TO INCORPORATE ALL
NECESSARY ATTENUATION TO ENSURE THAT ALL
NOISE RATINGS AS SPECIFIED BY THE ARCHITECT
ARE MET.

7. CONTRACTOR TO ALLOW FOR THE INSTALLATION OF
FIRE DAMPERS AS REQUIRED BY THE FIRE
STRATEGY AND ALL ASSOCIATED DRAWINGS.

8. CONTRACTOR TO ALLOW FOR SUITABLE ROOF
COWLS TO PROTECT THE SUPPLY AND EXTRACT
ROOF TERMINATIONS.
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