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Lighting
Painted brickwork

600x300mm Spanish
Slate Tile Roof.

new porch cladding in
 Greencoat PLX.

250mm diameter wood burner flue.
top hat dressing through flat roof.

1100mm glazed balustrade.

uPVC bifold doorset.

Dupont Tyvek UV Facade Protective Membrane
in Black with horizontal battens fixed to existing structure

using suitable masonry screw.
19 x 45mm Douglas Fir vertical

cladding using 304 stainless steel ring shank cladding nails.
Cladding set out with a 10mm gap.
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8000mm2 trickle vent 8000mm2 trickle vent

Existing roof relaid with slate tiles.
0.7mm aluminum slat dry verge system in black
(The Kytub CO2/N or similar).
Dry fix ridge system  (roofline or similiar)
for use with 4-12mm thick slate tiles.

Dormer

line denoting external wall
extending gable detail to form balcony and reduce

overheating.
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step
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250mm diameter wood burner flue.
top hat dressing through flat roof.

900mm extending soffit
detail to mitigate overheating.

1200

line denoting existing external wall and gable end.
Gable to be extended to form inset balcony.

New RWP hopper

Dupont Tyvek UV Facade Protective Membrane
in Black with horizontal and vertical counter battens
fixed to existing structure using suitable masonry screw.
19 x 45mm Douglas Fir vertical
cladding using 304 stainless steel ring shank cladding nails.
 Cladding set out with a 10mm gap.
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Existing roof relaid with concrete slate tiles.
0.7mm aluminum slate dry verge system in black

(The Kytub CO2/N or similar).
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Existing flat roof to garage at 2500mm
to be stripped with parapet formed
to tie into new proposed rear extension
height. Allowance for parapet to be
raised by circa 360mm in blockwork
or timber.
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Dormer cladded in
Greencoat PLX.
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obscure
glazing to
bathroom windows
for privacy.

Painted brickwork
mid to dark grey.
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4000mm2 trickle ventconcealed trickle vents to achieve 8,000mm2

Porch to be
cladded in Greencoat PLX.
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Climbing plant.
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splash zone splash zonesplash zone splash zone splash zone splash zone

Bay window cladded
in Greencoat PLX.

2500

Woodburning flue.

Woodburner flue.

EXTERNAL MATERIALS
External Cladding

Douglas Fir or Siberian Larch - non
treated to silver with age.

Greencoat PLX in Quarry Grey or
Metallic Dark Sliver.
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Existing
building line.
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External Windows

Double glazed flush casement windows.
in a muted pastel colour.

External Door

Composite door with single glazed panel
in a muted pastel colour..

Roof Covering

Marley Edgemere concrete flat tile.

Painted Brickwork

Existing exposed buff coloured
brickwork to be painted in a muted
colour to match windows and doors.

woodburner
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