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New lighting within Classroom 2 to comprise 6Nr
Skytile UGR 28w 4000k 600 x 600mm recessed
luminaires by JCC (2Nr. emergency) controlled from
existing switching locations including all new cabling
and lighting control module (LCM) / marshalling box.
LCM to be fixed above the level of the new
suspended ceiling.

Install new suspended ceiling grid throughout
classroom at a height of approx 2850mm (TBC)
comprising of Ecophon Ltd. Focus E sytem Class A
600x600x20mm Ecophon White 010 tiles on
Ecophon Connect T24 main running (White 010) C!
fully demountable suspension system.

Area 25.6m2

Supply and fit new 55" Promethean screen
above new 3 compartment dado trunking.
Screen to be mounted on exist wall. Installation
to be completed by others.

Install new MK Electrics 3D Prestige or similar 3
compartment dado trunking. Including all end
caps, flat angles, joint covers, mounting boxes
and faceplates. Height to be agreed on site.

Trunking to include 2Nr double socket outlets
and 2Nr data points. Exact locations of socket
outlets and data points to be confirmed on site in
conjunction with Promethean Board
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Install new roller blinds within Classroom from
the Unicolour range.
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New lighting within Corridor to comprise 6Nr Skytile
UGR 28w 4000k 600 x 600mm recessed luminaires
by JCC (3Nr. emergency) controlled from existing
switching locations including all new cabling and
lighting control module (LCM) / marshalling box.
LCM to be fixed above the level of the new
suspended ceiling.

Install new suspended ceiling grid throughout at a
height of approx 2800mm (TBC) comprising of
Ecophon Ltd. Focus E sytem Class A
600x600x20mm Ecophon White 010 tiles on
Ecophon Connect T24 main running (White 010) C!
fully demountable suspension system.

Area 26.5m2

New lighting within Teaching Kitchen to comprise
4Nr Skytile UGR 28w 4000k 600 x 600mm recessed
luminaires by JCC 2Nr. emergency) controlled from
existing switching locations including all new cabling
and lighting control module (LCM) / marshalling box.
LCM to be fixed above the level of the new
suspended ceiling.

Install new suspended ceiling grid throughout at a
height of approx 2800mm (TBC) comprising of
Ecophon Ltd. Focus E sytem Class A
600x600x20mm Ecophon White 010 tiles on
Ecophon Connect T24 main running (White 010) C!
fully demountable suspension system.

Area 14.8m2

New lighting within Corridor to comprise 6Nr Skytile
UGR 28w 4000k 600 x 600mm recessed luminaires
by JCC (3Nr. emergency) controlled from existing
switching locations including all new cabling and
lighting control module (LCM) / marshalling box.
LCM to be fixed above the level of the new
suspended ceiling.

Install new suspended ceiling grid throughout at a
height of approx 2800mm (TBC) comprising of
Ecophon Ltd. Focus E sytem Class A
600x600x20mm Ecophon White 010 tiles on
Ecophon Connect T24 main running (White 010) C!
fully demountable suspension system.

Area 26.5m2 Repositioned Rad
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New lighting within Corridor to comprise 4Nr Skytile
UGR 28w 4000k 600 x 600mm recessed luminaires
by JCC (2Nr. emergency) controlled from existing
switching locations including all new cabling and
lighting control module (LCM) / marshalling box.
LCM to be fixed above the level of the new
suspended ceiling.

Area 14m2

New lighting within HT Office to comprise 2Nr
Skytile UGR 28w 4000k 600 x 600mm recessed
luminaires by JCC (1Nr. emergency) controlled from
existing switching locations including all new cabling
and lighting control module (LCM) / marshalling box.
LCM to be fixed above the level of the new
suspended ceiling.

Install new suspended ceiling grid throughout at a
height of approx 2800mm (TBC) comprising of
Ecophon Ltd. Focus E sytem Class A
600x600x20mm Ecophon White 010 tiles on
Ecophon Connect T24 main running (White 010) C!
fully demountable suspension system.

Area 9.2m2
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Infill existing opening with full height metal stud
partitions to underside of existing plasterboard
ceiling. Studs to be formed using Gywall Classic
System Gypframe 48 S 50 C studs at 600 centres.
Lined both sides with Gyproc Soundbloc (12.5mm)
plasterboard and void filled with 25mm Isover
Acoustic Partition Roll. Allow for skirtings, facings
and architraves to match existing.

New Stud Partitioning to be full height metal stud
partitions to underside of existing plasterboard
ceiling. Studs to be formed using Gywall Classic
System Gypframe 48 S 50 C studs at 600 centres.
Lined both sides with Gyproc Soundbloc (12.5mm)
plasterboard and void filled with 25mm Isover
Acoustic Partition Roll. Allow for skirtings, facings
and architraves to match existing.

926mm FD30 Door

926mm FD30 Door

926mm FD30 Door
New Stud Partitioning to be full height metal stud
partitions to underside of existing plasterboard
ceiling. Studs to be formed using Gywall Classic
System Gypframe 48 S 50 C studs at 600 centres.
Lined both sides with Gyproc Soundbloc (12.5mm)
plasterboard and void filled with 25mm Isover
Acoustic Partition Roll. Allow for skirtings, facings
and architraves to match existing.

Construct new unit for Belfast Sink with 50x50mm
framing, plinth, shadow gap, boxed end and 'Ke-Ku'
clips for new 12.5mm SGL underpanels and 13mm
thick Solid Grade Laminate vanity top. Approximate
size 600 x 1200 x 800mm high. Supply and fit new
underslung Belfast sink 600x 460x260mm heavy
duty (S8769) including 1 12 inch slotted waste and 1 12
inch plastic resealing bottle with 75mm seal multi
purpose outlet.

Supply and fit Alterna Quadrant 12inch quarter turn
high neck sink pillar taps and adapt existing supply
pipework to suit new tap locations. Allow for new
TMV pre-set to 41 deg C.

Line wall behind new sink with 2.5mm thick Altro
Whiterock Splashback wall cladding. Including all
adhesive, prime and colour matched jointed strips
with silicon sealing pointing at junction between
worktop and Whiterock and all internal corners.
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Scale 1:50 @ A2
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New 30 Min Rated Glazing to Reception

926mm FD30 Door

55" Promethean

55" Promethean

55" Promethean

New lighting within Classroom 1 to comprise 3Nr
Skytile UGR 28w 4000k 600 x 600mm recessed
luminaires by JCC (1Nr. emergency) controlled from
existing switching locations including all new cabling
and lighting control module (LCM) / marshalling box.
LCM to be fixed above the level of the suspended
ceiling.

Area 26.5m2
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New lighting within Classroom 1 to comprise 3Nr
Skytile UGR 28w 4000k 600 x 600mm recessed
luminaires by JCC (1Nr. emergency) controlled from
existing switching locations including all new cabling
and lighting control module (LCM) / marshalling box.
LCM to be fixed above the level of the new
suspended ceiling.

Install new suspended ceiling grid throughout at a
height of approx 2800mm (TBC) comprising of
Ecophon Ltd. Focus E sytem Class A
600x600x20mm Ecophon White 010 tiles on
Ecophon Connect T24 main running (White 010) C!
fully demountable suspension system.

Area 26.5m2

New Upvc Windows to match existing style.
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